II. Case Studies Documentation

A. Introduction
Phase II of the Access Management Research and Awareness Project involved much detailed research into the safety and traffic operational impacts of specific access management case studies within the state of Iowa. This undertaking consisted of detailed documentation on each of the case studies, as well as a study of the effect of controlling access on local businesses at the selected case study locations.

1. Selection Process
The research team was given the task of documenting the prevalent access management issues at these specific case study locations. These case study locations were selected to demonstrate the use of or lack of various access management techniques across the state of Iowa. These locations were selected by the Access Management Task Force based on two main criteria. The first criterion was the type of access management issues or access solutions illustrated at each location. A fair representation of the various access issues and techniques was needed to provide a thorough study. The second criterion was sufficient geographic diversity throughout the state of Iowa. The Access Management Task Force wished to study a variety of issues and solutions as well as a variety of locations and community sizes to represent the entire state.

The selection process first involved the nomination of specific locations for study throughout the state. Nominations were primarily solicited in two ways. First of all, direct mailings were sent to local and state transportation officials throughout Iowa. In addition to the mailings, a nomination form was made available on the Center for Transportation Research and Education’s World Wide Web site. As a result, over 50 locations in Iowa were nominated as potential case studies through these two nomination processes. The case study locations documented in this report were selected from these nominations by members of the Access Management Task Force.

2. Case Study Types and Coverage
The Access Management Task Force identified four types of cases to be studied in Iowa. The first type of case study is the “full” case study. Seven full case study locations were chosen by the Task Force to receive intensive study in terms of safety and traffic operations (see Figure 16).

Figure 16: Full Case Studies
For the most part, these cases involved improvements made during roughly the last five years. The differing types of access improvements made at these seven locations varied from simple driveway consolidation to the full installation of medians and protected left turning bays. The complete documentation for these seven full case studies is located in section II of this report.

Five of these seven full case study locations were chosen to receive more intensive study into the impacts of their access management projects on local businesses. The five locations selected for this business study were Ames, Ankeny, Clive, Fairfield, and Spencer. Since all of these selected projects were completed within the past decade, area business owners and motorists were be able to make “before and after” comparisons of the business environment along the case study location. An analysis of the business environments and trends at these study locations was done as a separate report.

A second grouping of case studies were called “sidebar” case studies. Section C of this report gives documentation of these sidebar cases. These eleven additional sites were selected for study in less detail than the seven full case studies. These locations illustrate either good access management practices or current access management issues. The cases were chosen to provide additional diversity in terms of both access management issues and further geographic coverage across the state (see Figure 17).

Finally, Section IV contains documentation and preliminary information on two other noteworthy case study locations in the state of Iowa. These two locations, in Coralville and Council Bluffs, were selected as sites for gathering data which could be used in future “before and after” comparisons (see Figure 17). At these two “baseline” locations, access improvements were either in progress at the time of the access management research or too recently completed to allow for a thorough after analysis. Data collected at these locations will be valuable in future accident and traffic flow analyses.

**Figure 17: Baseline and Sidebar Case Studies**

The collection of these twenty case study locations has provided a wealth and variety of access management problems and solutions. They also provide a representative example of the diverse communities that have and will have to consider management of access as an important part of the planning of the community and its transportation system.
B. Full Case Studies

1. Ames Case Study  
(Continuous Two-way Left-turn Lane)  
US Highway 69 (South Duff Avenue)  
from South 3rd Street to Squaw Creek

a. Background  
The city of Ames is located near the center of the state of Iowa, about 30 miles north of state capital Des Moines. Ames is also conveniently located at the intersection of US Highway 30 and Interstate Highway 35. A city of almost 50,000 people, Ames is the home of Iowa State University and the Iowa Department of Transportation. Both of these institutions, along with its size and location, make Ames an important commercial transportation hub for the state of Iowa.

Study Area  
Duff Avenue is one of this city’s major arterial streets, running nearly the entire length of Ames from north to south. South Duff Avenue is the more highly traveled section of this roadway. It is a part of US Highway 69 through the southern part of the city. South Duff begins at Lincoln Way on the north and carries US 69 southward past US Highway 30 out of the city (see Figure 18).

Although US Highway 69 is a national highway that runs through several states; only about 2 percent of the daily traffic on Grand Avenue, part of Lincoln Way, and South Duff (the route for US Highway 69 in Ames) is through traffic. Most of the volume of through traffic is carried by Interstate Highway 35, which runs parallel with US 69 two miles to the east. Fully 98 percent of the traffic that uses the US Highway 69 route in Ames has its origin and destination within the city itself. In addition, South Duff is the most heavily traveled portion of US 69 within the city. It serves as the main arterial access way to US Highway 30 for the eastern parts of Ames.
The area of focus for this case study is a section of South Duff Avenue from around South 3rd Street on the north to Squaw Creek on the south end. This case study area is approximately 0.5 miles in length, with the speed limit along this roadway section posted at 35 miles per hour. This portion of South Duff Avenue was originally reconstructed to a four-lane roadway in the mid 1960’s. The vast majority of the US Highway 69 corridor was a 49 foot wide four-lane undivided limited access highway as of the early 1990’s. This was also true for the South Duff study area.

**Previous Corridor Environment**  For years, the South Duff area developed as one of Ames’ major commercial business districts, with a variety of businesses locating along both the east and west sides of the roadway. Businesses that have traditionally located along South Duff include motels, recreational facilities, fast-food restaurants, convenience stores, service stations, small shopping centers and other commercial businesses.

Even with the large amount of commercial business activity existing along South Duff, access to this roadway was not sufficiently managed in the years prior to the early 1990’s. As of 1992, there were 33 driveway access points along the study area. Of these, 15 driveways were along the west side of the roadway and 18 along the east side of the roadway (see Figure 19).

**Figure 19: Previous South Duff Corridor Geometry**
Furthermore, many of these commercial driveways were located close to the intersections at South 3rd and South 5th Streets. Driveways located too close to a busy intersection can cause traffic flow and access problems due to vehicle queues at the intersection. The problems associated with this type of configuration will be discussed further in the analysis section.

Traffic volumes along most of South Duff Avenue were between 20,000 and 21,000 vehicles per day in the early 1990’s. The area around the South 5th Street intersection with South Duff had the highest AADT numbers along all of the US Highway 69 corridor in Ames. The case study area was near full development by the early 1990’s, but the business area along South Duff south of Squaw Creek is still rapidly developing. These traffic volumes along South Duff were expected to increase as much as 50 percent along the southern sections of the US 69 corridor, due to abundant open space still available for future development. This expected development pointed to increased traffic volumes through the study area and on surrounding roadways.

b. Analysis

By the late 1980’s and early 1990’s, this study section of South Duff Avenue had become known for its safety problems. At this time, this stretch of roadway experienced numerous traffic accidents, many of which could be attributed to the lack of proper access management in prior years. As mentioned earlier, there were several commercial driveways along both the east and west sides of the South Duff Avenue study area. Many of these commercial driveways were located relatively close to the major intersections at South 3rd and South 5th Streets.

In July 1991, a corridor analysis was completed for the City of Ames and the Iowa Department of Transportation to look at many aspects concerning the entire US Highway 69 Corridor. The study was entitled the US 69 Traffic Corridor Analysis. The purpose of the analysis was to develop proposed transportation improvements that would provide safe, economical, and efficient travel along the US 69 Corridor in Ames. Furthermore, the study stated that these improvements should allow for a balance between traffic movement and access to adjacent property at an acceptable level. This report also provided information and suggestions on certain key transportation elements of the corridor. These elements would help the City of Ames and the Iowa DOT to make decisions concerning the feasibility and implementation of proposed transportation improvements.

**Accident History**  The corridor analysis considered factors along the entire US 69 corridor, but many of the observations and suggestions concerned the South Duff area. Among other findings, this study determined that parts of South Duff Avenue had mid-block accident potential higher than the statewide average. The majority of the past accidents were the results of turning traffic into or out of businesses. The resulting access-related accidents included left-turn, right angle, and rear end collisions. The study further found that many of these crashes could be eliminated with the addition of a center two-way left-turn lane along the study area. The study also found that the South Duff case study area had a higher intersection accident rate than the statewide average at its two major intersections. These intersections are at South 3rd and South 5th Streets. The majority of these intersection accidents were also left-turn, right angle, and rear end collisions. It also found that delays caused by turning vehicles waiting in the inside lane caused South Duff to operate more as if it were a two-lane roadway at these two intersections. It was suggested that separate protected left-turn lanes at these intersections would help to reduce accidents.

In addition, an accident analysis was done for the study area over a three-year period prior to the early 1990’s. During the three-year period from January 1990 to December 1992, there were 160 total reported accidents within the study area. The resulting accident rate was 712 accidents per hundred million vehicle miles (hmvm). This rate was significantly higher the statewide average of 562 accidents per hundred
Of these accidents, a large percentage could be attributed to the lack of access control along South Duff Avenue. A large percentage of the accidents were broadside left-turn, rear end, and right angle collisions.

**Traffic Flow and Congestion** The US 69 Traffic Corridor Analysis also addressed the issues of traffic volumes and intersection capacity along the corridor, identifying possible increases or future volume and capacity problems. A few intersection locations in the analysis were found to have significant level of service (LOS) deficiencies. The level of service for signalized intersections is a measure of capacity and is defined in terms of average stopped delay in seconds per vehicle. Delay is also the measure of a driver’s discomfort, frustration, and fuel consumption, as well as loss of travel time.

A LOS below “D” is an indication of a significant delay with poor progression and long cycle lengths. A level of service “D” describes operation with delay of between 15 to 40 seconds per vehicle. A level of service “F” describes operational delay in excess of 60 seconds per vehicle. This LOS rate, Level “F”, is considered unacceptable to most drivers.

At the time of the corridor analysis, there were no intersections along South Duff where a level of service worse than LOS “D”. Actually the level of service along most of South Duff was at LOS “C” in the early 1990’s. However, it was noted that without improvements; the intersections along South Duff would experience eventual capacity problems as volumes increase to the projected levels for the coming years. As with mid-block and intersection accidents, separate left-turn lanes at the two major intersections were suggested to help reduce possible future capacity problems.

**Access Improvement Process** In 1992, the City of Ames began a formal process of applying for Iowa Department of Transportation Traffic Safety Improvement Program funds to reconstruct South Duff Avenue from near South 3rd Street to the bridge at Squaw Creek. The process of applying for this program involved the city hiring a consultant to prepare the application for this program. The application for a site specific project required several supporting documents, including a project narrative, itemized costs of the project, various maps of the proposed project area, and a time schedule for the proposed project.

The purpose of the narrative is to outline the project concept, assess existing conditions, and provide adequate transportation safety justification. To support this safety aspect, copies of accident reports from the previous 3 years are also included. The Iowa DOT assesses the need for the project based on the past accident rates as well as expected accident reduction as a measure of the project’s benefit. A benefit/cost analysis was conducted using accidents correctable by the proposed improvements. A combined accident severity reduction of 40 percent for correctable accidents only was used along with a projected traffic growth of 1.4 percent per year to determine the benefit/cost ratio of such improvements. Subsequently, the proposed project was found to have a considerably high benefit/cost ratio of 3.08.

The access improvement project proposed by the City of Ames included the addition of a new two-way left-turn lane along the entire study corridor, driveway consolidations and closures at strategic locations, and signal upgrades at the South 5th Street and South 3rd Street intersections. Because of unusually high accident rates, lack of previous access management, and increasing traffic volumes; the proposed access changes were accepted by the Iowa DOT through the Traffic Safety Improvement Program. The program funded $500,000 of the $1.29 million total estimated project cost.
c. Results
In 1994, as a response to the aforementioned problems along South Duff, the Iowa DOT TSIP improvement project was undertaken to reconstruct this roadway section to a five-lane road with a center two-way left-turn lane. This reconstruction included, along with a two-way left-turn lane, some driveway consolidation and widening, channelization improvements to South 3rd Street, and signal upgrading at the South 3rd Street and South 5th Street intersections. The addition of a fifth lane was the largest portion of the project. To allow for the additional turning lane, a new 14 foot wide lane was added along the west side of South Duff. This addition widened the entire roadway from a 49 foot wide section to a 63 foot wide section throughout the study area. The additional center lane provided a two-way left-turn lane that would facilitate left turning traffic into local business locations. As mentioned earlier, this lane would help eliminate potential rear end accidents and help improve traffic flow by removing the turning vehicles from the other four lanes of through traffic.

In addition to the widening, several local commercial driveways were also closed or consolidated. This was done in order to protect intersection storage and to limit the number of access points along South Duff. Altogether, the project consolidated or closed 8 local business driveways, with 4 driveway access points eliminated from each side of the road. There are now a total of 25 driveways along the study area. This was nearly a 25 percent reduction in the total number of driveways. Even more important than the number of driveways closed, the closures were in important or strategic locations. Some key driveway closures were made near the intersections of South 3rd Street and South 5th Street (see Figure 20).

---

**Figure 20: New South Duff Corridor Geometry**

[Diagram showing new South Duff corridor geometry, including South 3rd Street, South 5th Street, South Duff Avenue, Squaw Creek, Driveway Location, and Continuous Two-way Left-turn Lane.]
In addition to the improvements made along South Duff, there were also important changes made along the two intersecting side streets. Along South 3rd Street, a right-turning lane was added along the south side of the street. Along the northwest side of South 5th Street, a driveway was installed a safe distance from the intersection to replace an access point closed along South Duff. Another driveway on the eastern side of South 5th Street was repositioned farther away from the intersection to allow access from South 5th and also allowing more storage at the corner traffic signal.

The other specific elements of the project were more minor modifications. Traffic signal modifications were made at the intersections of South 3rd Street and South 5th Street. The signals were replaced and upgraded to facilitate the new center turn lanes. A retaining wall near the South 3rd Street intersection and some minor sidewalk replacements were also done. The reconstruction of this facility was completed in early fall of 1994.

**Accident Reduction**  Since the South Duff reconstruction project of 1994, very significant improvements have been seen in the area of overall traffic safety along the study corridor. In the 1995 calendar year, only 17 total accidents were reported between South 3rd Street and Squaw Creek. This is a very significant reduction from the average of about 53 accident per year before the project was undertaken. This is a reduction in accidents per year of about 70 percent. This new rate equates to only 213 accidents per hundred million vehicle miles, with an overall accident rate reduction of almost 500 accidents per hundred million vehicle miles.

In addition, specific reductions were made in accidents normally attributed to the access. There were only 4 reported rear-end accidents in all of 1995, and there were no broadside left-turning accidents reported. There were only 3 right angle accidents to report in 1995, though this reduction was smaller percentage than some of the other types of accidents (see Table 13).

<table>
<thead>
<tr>
<th>Accident Classification</th>
<th>1990-1992</th>
<th>1995</th>
</tr>
</thead>
<tbody>
<tr>
<td>Collision type uncertain</td>
<td>49</td>
<td>1</td>
</tr>
<tr>
<td>Head-on</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Broadside / Left-turn</td>
<td>35</td>
<td>0</td>
</tr>
<tr>
<td>Rear end</td>
<td>28</td>
<td>4</td>
</tr>
<tr>
<td>Rear end / Right-turn</td>
<td>0</td>
<td>1</td>
</tr>
<tr>
<td>Rear end / Left-turn</td>
<td>3</td>
<td>1</td>
</tr>
<tr>
<td>Side swipe / Opposite direction</td>
<td>1</td>
<td>0</td>
</tr>
<tr>
<td>Side swipe / Same direction</td>
<td>2</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Right-turn</td>
<td>3</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Left-turn</td>
<td>1</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Dual left-turn</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Dual right-turn</td>
<td>1</td>
<td>0</td>
</tr>
<tr>
<td>Right angle</td>
<td>15</td>
<td>3</td>
</tr>
<tr>
<td>Broadside / Right entering</td>
<td>0</td>
<td>1</td>
</tr>
<tr>
<td>Broadside / Left entering</td>
<td>2</td>
<td>0</td>
</tr>
<tr>
<td>Failure to yield from driveway</td>
<td>3</td>
<td>2</td>
</tr>
<tr>
<td>Sideswipe / Facing left-turns</td>
<td>1</td>
<td>0</td>
</tr>
<tr>
<td>Other / Single vehicle / Bicycle</td>
<td>16</td>
<td>4</td>
</tr>
<tr>
<td><strong>Total Accidents</strong></td>
<td><strong>160</strong></td>
<td><strong>17</strong></td>
</tr>
</tbody>
</table>
**Improved Operation**  Traffic flow and congestion have also seen a considerable improvement since the reconstruction project. The Average Annual Daily Traffic along the study area has increased from 20,500 vehicles per day to almost 22,000 vehicles over the last 5 years. Even with this increase in traffic, the overall level of service for the South Duff study section has improved since the 1994 project. As a result, the level of service rating along South Duff has changed from a LOS “C” in the early 1990’s to a current LOS of “B”. The current configuration has been and should be better suited to handle the even greater increase in volume expected in years to come (see Figure 21).

![Figure 21: South Duff Avenue Today](image)

**d. Conclusion**
This successful access management project demonstrates the effectiveness of a continuous two-way left-turn lane as an access management tool. This type of improvement can be very effective in reducing traffic accidents resulting from turning activity in a commercial district. In addition, this project incorporated other techniques to improve the functional operation and safety of the study corridor. By reconfiguring driveways and providing other improvements, the corridor has seen a very significant reduction in accidents and congestion.
2. Ankeny Case Study  
(Full Raised Medians with Left-turn Lanes)  
US Highway 69 (North Ankeny Boulevard)  
from 18th Street to 1st Street

a. Background  
Ankeny is a thriving city located just north of Des Moines, along Interstate Highway 35 and US Highway 69. Ankeny is a very rapidly growing suburban community. Its 1990 US Census population was about 21,500 people, but has grown considerably in the seven years since the census. In addition, Ankeny has historically been a major bedroom community of Des Moines, and is the major northern suburb of the state capital. Along with its growth in population, Ankeny has been very successful in recent years in expanding its economic base. In addition to the historically strong major employers of the area, like Casey’s General Stores and John Deere Corporation, there has been a large industrial park expansion on the eastern side of town along Interstate 35. As a result, today Ankeny is one of the most prosperous and rapidly growing cities in the state of Iowa.

While Interstate 35 runs along the eastern edge of the City of Ankeny, US Highway 69 runs through the center of Ankeny from northern to southern city limits. Ankeny Boulevard, as it is known within the city, is a very heavily traveled section of roadway. It serves as a main north/south arterial of the city, and a major commuter route to and from the Des Moines metropolitan area’s employment centers.

Study Area  
The area of focus for the case study is the northern section of US Highway 69, locally called North Ankeny Boulevard. This section is about 1.0 miles long and is located north of 1st Street. The study area runs north from this point to 18th Street at the northern city limits (see Figure 22). A busy roadway itself, 1st Street is the major east/west arterial through the heart of Ankeny and is the major access route to Interstate Highway 35.

Figure 22: Ankeny Case Study Location
The present route of North Ankeny Boulevard was originally constructed in 1921 as a 20 foot wide two-lane paved highway. The road has been re-paved several times, and was eventually paved at a width of 24 feet. It remained a two-lane undivided roadway into the early 1990’s. The posted speed limits along this study area varied from south to north. The speed limit was posted as 35 miles per hour from 1st Street to just north of 5th Street, 45 mph from just north of 5th to just north of 11th, and 55 mph from just north of 11th Street to the northern city limits. In addition, A small section of the road just north of 1st Street was a divided four-lane with a left turn bay at this time. The remainder of the roadway remained a two-lane undivided road.

**Previous Corridor Environment**  
As of the early 1990’s, North Ankeny Boulevard was developing into a mostly commercial shopping area. At that time, only about 40 percent to 45 percent of the commercial property adjacent to US Highway 69 had been or was being developed. Most of this development was concentrated toward the southern end of the study area. Some of the development located along the corridor at that time included service stations, grocery stores, office space, strip shopping malls, fast food restaurants, convenience stores, banks, and the local high school. Traffic along North Ankeny Boulevard was about 12,000 vehicles per day around the developed areas. These traffic volume levels were quite high for a two-lane roadway.

As of the early 1990’s, access was not formally managed along this two-lane road. Somewhat random access was allowed directly onto US Highway 69 from almost all of the established businesses along North Ankeny Boulevard. At this time, there were several drives along the roadway. In September of 1989, a new YMCA facility was opened within the high school area north of 9th Street. Soon after, a new US Post Office building was opened just to the east of the high school, on the opposite side of North Ankeny Boulevard. For these and other reasons, additional turning and through traffic was expected around this area.

Due to rapid growth of the surrounding area, as well as the City of Ankeny as a whole; further development along the corridor was projected to increase significantly in the following years. Full development was expected as early as the late 1990’s. This development was expected to remain almost exclusively non-residential along the study area. This type and amount of development meant more traffic and more commercial entities needing important access to US Highway 69 (see Figure 23).

![Figure 23: North Ankeny Boulevard in the Early 1990’s](image-url)
b. Analysis  
As predicted, commercial development exploded around the North Ankeny Boulevard corridor in the early to mid 1990’s. Both the YMCA and US Post Office openings were cause for increased traffic volumes toward the north end of the corridor. Along with these generators, many more businesses have developed on the land on either side of North Ankeny Boulevard. Today, approximately 90 percent or more of the corridor is commercially developed. This number is still increasing. Most of that development has been concentrated toward the southern 50 to 75 percent of the North Ankeny Boulevard case study area.

Traffic Flow and Congestion  
As briefly mentioned previously, average daily traffic along North Ankeny Boulevard study area was about 12,000 vehicles in the late 1980’s and early 1990’s. As development increased, the two-lane roadway was no longer sufficient to handle the traffic volumes generated by the new commercial development. In addition, an AADT of 10,000 vehicles is generally considered the maximum capacity for a two-lane roadway. The problem of lane capacity and traffic flow needed to be addressed on US Highway 69.

An obvious solution to this problem was to widen the facility to four through lanes of traffic. In the early 1990’s, most of North Ankeny Boulevard operated at a LOS “D” at most times and between a level of service “D” and LOS “F” in some places during peak hour traffic. These LOS ratings are considered highly unacceptable by most drivers.

Accidents  
Along with the large volumes of traffic and congestion along US Highway 69, came other problems. The area was beginning to experience a high number of accidents by the early 1990’s. Many of these accidents could be attributed to the need for better access control along the commercial roadway. An accident analysis was completed for the study area for purposes of this report. This analysis focused on accidents over a three-year period from January 1989 to December 1991. This analysis found that there were a total of 112 reported accidents within the bounds of the study area. The corresponding accident rate for this number of accidents was 852 Accidents per hundred million vehicle miles. This rate was well above the statewide average. Of these 112 accidents, a large number were left-turn, rear end, and right angle accident types. These types of accidents are often highly attributed to lack of access control.

In addition, a separate study conducted by an independent consultant also found that many of the reported accidents along the study corridor were access related. The study predicted that this number of accidents could be reduced by about 35 percent with certain access related improvements being made along the corridor.

Access Improvement Process  
This independent study mentioned above was part of the City of Ankeny’s efforts to receive Iowa DOT support and funding for improvements to North Ankeny Boulevard. The City of Ankeny followed a process very similar to that which the City of Ames followed to apply for Iowa DOT Traffic Safety Improvement Program funds. In mid 1990, the City of Ankeny formally applied for this funding. Total cost of the proposed improvement project between 1st Street to 18th Street was estimated at about $2.6 million.

These improvements, proposed by the city, included reconstruction of the current two-lane facility to a four-lane divided road and the installation of center medians with left-turning bays. New traffic signals were also proposed at two intersections in the study area. The medians with left-turn bays at strategic locations would provide control of left-turn access into and out of the businesses along the study corridor. Most of the safety benefits were to be derived just from the reconstruction from a two-lane to a four-lane facility. As mentioned earlier, a large percentage of the accidents along the corridor were rear end collisions. This type of problem is best remedied by more adequate turning lanes and better access control.
The high traffic volumes and traffic flow concerns were more of a consideration into the implementation of this project than in the Ames project.

c. Results
In fall of 1993, the proposed project was completed which reconstructed North Ankeny Boulevard from an undivided two-lane highway to a four-lane divided highway with protected left-turn bays. This reconstruction was done from just north of 1st Street to the 18th Street intersection. In addition to this construction, there were important consolidations and widening of business driveways on both sides of the case study roadway. The total cost of the improvement project was around 2.5 million dollars.

More specifically, the project widened the paved roadway from 24 feet to 65 feet. Right of way was taken on both the east and west sides of the roadway in order to complete this widening. A 15 foot wide median was added to divide the road for the entire length of the study area. Median openings with left-turn bays were left at the intersections of 5th, 9th, and 11th Streets. In addition to these openings, seven other median openings were distributed along the 1.0 mile length of the project (see Figure 24).

Figure 24: New North Ankeny Boulevard Geometry
Access to businesses along both sides of North Ankeny Boulevard is concentrated mostly at these specific points. There are now a greater total number of commercial driveways accessing the study corridor, but left turn access into and out of these businesses has been largely concentrated or eliminated. The new raised median has controlled much of this turning traffic.

In addition, the access project included minor improvements to some short existing frontage roads and the development of better direct access between adjacent businesses’ parking lots. This eliminated the need for much of the turning traffic accessing North Ankeny Boulevard to other destinations along the study corridor. Today, the posted speed limit along the corridor is 35 miles per hour from 1st Street to just north of 11th Street. The speed limit is 45 miles per hour from that point north until 18th Street. This reduction in speed limits is also in direct response to the high rate of development along the corridor.

**Accident Reduction** Since the completion of the access project in 1993, there has been a very significant reduction in traffic accident rates within the study area. From January 1994 until December 1995, there were only 64 reported accidents along the North Ankeny Boulevard study area. Although this figures to a reduction of only 5 accidents per year, the traffic volumes along the corridor have increased considerably. These AADT traffic counts increased by over 4,000 vehicles per day on North Ankeny Boulevard from before to after the project was undertaken. As a result of these changes, the accident rate for the post-project period was 537 accidents per hmv. This rate is a significant drop in the accident rate from before the access project to after, about 37 percent in that time period. As for reduction of specific types of accidents, there has been a drop in the types of accidents related to the previous lack of access management. The number of broadside, rear end, and right angle collisions have decreased since the project (see Table 14).

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Collision type uncertain</td>
<td>11</td>
<td>3</td>
</tr>
<tr>
<td>Head-on</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Broadside / Left-turn</td>
<td>25</td>
<td>21</td>
</tr>
<tr>
<td>Rear end</td>
<td>38</td>
<td>16</td>
</tr>
<tr>
<td>Rear end / Right-turn</td>
<td>1</td>
<td>1</td>
</tr>
<tr>
<td>Rear end / Left-turn</td>
<td>2</td>
<td>1</td>
</tr>
<tr>
<td>Side swipe / Opposite direction</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Side swipe / Same direction</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Right-turn</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Left-turn</td>
<td>1</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Dual left-turn</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Dual right-turn</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Right angle</td>
<td>19</td>
<td>11</td>
</tr>
<tr>
<td>Broadside / Right entering</td>
<td>1</td>
<td>3</td>
</tr>
<tr>
<td>Broadside / Left entering</td>
<td>2</td>
<td>0</td>
</tr>
<tr>
<td>Failure to yield from driveway</td>
<td>1</td>
<td>3</td>
</tr>
<tr>
<td>Sideswipe / Facing left-turns</td>
<td>1</td>
<td>0</td>
</tr>
<tr>
<td>Other / Single vehicle / Bicycle</td>
<td>10</td>
<td>5</td>
</tr>
<tr>
<td><strong>Total Accidents</strong></td>
<td><strong>112</strong></td>
<td><strong>64</strong></td>
</tr>
</tbody>
</table>

**Improved Operation** In addition to the reduction in accidents, there has also been a marked improvement in the operational effectiveness of US Highway 69 through the study area. The traffic
volumes along the corridor have risen to over 16,000 vehicles per day since the completion of the project. At the same time, the traffic flow has improved along the corridor (see Figure 25). The corridor today is much less congested. After the 1993 improvements, the LOS for most of the study area was measured at a level of service “B”. This is a considerable improvement over the LOS “D” ratings from before the access project.

![Figure 25: North Ankeny Boulevard Today](image)

d. Conclusion
This project demonstrates the effectiveness of using raised medians and protected left-turn bays to control access along a busy commercial roadway. Through access management techniques, such as raised medians and improved driveway alignment, very significant improvements can be made in the areas of congestion relief and safety.
3. Clive Case Study  
(Full Raised Medians / Continuous Two-way Left-turn Lane)  
Northwest 86th Street  
from Franklin Avenue to Walnut Creek

a. Background  
Clive is a major Des Moines suburb of over 10,000 inhabitants located directly to the west of the capital city. Clive is a rather small city geographically and is almost completely landlocked between the suburbs of West Des Moines, Urbandale, Windsor Heights, and Waukee. Its location does, though, put the City of Clive directly in the middle of a large portion of the Des Moines metropolitan area’s commuter population.

Northwest 86th Street is a major urban arterial that runs through the city form north to south. Northwest 86th extends to Interstate Highway 35/80 on the north end of the metro area and south to University Avenue at the very southern edge of the city at its border with West Des Moines. University Avenue is a major east/west arterial running the length of the metropolitan area itself. US Highway 6 runs east/west along the north edge of the City of Clive. Locally known as Hickman Road, US Highway 6 is also a major east/west arterial for the entire western metropolitan area.

Study Area  The area of Northwest 86th Street the study focuses on begins at Franklin Avenue on the north and extends to the bridge at Walnut Creek on the southern end (see Figure 26).

![Figure 26: Clive Case Study Location](image)

The roadway in this area was a four-lane undivided arterial in 1990. At this time, the roadway was 49 feet wide. The study area is approximately 0.6 miles in length, and the speed limit along the study area corridor is posted at 30 miles per hour.
Previous Corridor Environment  The Northwest 86th Street corridor has been a heavily traveled commuter route for several years. Traffic volumes in the late 1980’s along this stretch of NW 86th were around 26,000 vehicles per day. This AADT number was expected to very likely increase as the western metropolitan suburbs continued to grow.

The land use makeup of this area is mostly commercial business activity. By the late 1980’s, the area around the study corridor had been fully developed with commercial businesses, but there was some residential development on the north end of the corridor near Franklin Avenue. There is also a large area of industrial development at the southern end of the study area. The make-up of the commercial businesses included fast-food restaurants, gas stations, clothing stores, convenience stores, and other small businesses.

In 1981, the traffic volumes along 86th Street between Hickman Road and University Avenue were approximately 19,000 vehicles per day. By 1984, just three years later, the volume increased to over 27,000 vehicles per day. At this time, there was considerable expansion by the western metropolitan suburbs, while 86th Street remained the only north/south arterial roadway in a four-mile wide corridor between Merle Hay Road to the east and Interstate 35/80 to the west.

To help alleviate some of this pressure, the cities of Clive, Urbandale, and West Des Moines applied for and received a RISE Grant for the construction of another north/south arterial. This roadway, Northwest 100th Street, would run from Hickman Road on the north to University Avenue on the south. This roadway was intended to help reduce traffic loading on Northwest 86th Street as the western suburbs continued to grow. Northwest 100th was opened to traffic in late 1988. By early 1989, the traffic volume on 86th Street had been reduced by about 2,000 vehicles per day from the 1984 volume. This new roadway, Northwest 100th Street, was also carrying about 13,000 vehicles per day at the beginning of the 1990’s.

Access Problems  With the high levels of commuter and business traffic and high density, the access around this study area was not sufficiently controlled prior to the early 1990’s. As of 1990, there were numerous access points for the industrial, residential, and commercial properties along NW 86th Street. At that time, there were a total of 9 side street intersections and 23 access points along the stretch of the study area north of Swanson Boulevard. This is about one access or egress point every 88 feet. On the southern end of the study area, there are only seven drives along 86th Street. All but one of these entrances were on the west side of the roadway (see figure 27).
b. Analysis
By the late 1980’s, Northwest 86th Street had a long history of high accident rates and considerable traffic delays. Traffic volumes, along with the number of access points in the area, caused much of these problems for motorists.

Traffic Flow and Congestion While the 1990 AADT traffic volumes were about 26,000 vehicles per day, the local lack of access management was creating a level of service problem. Most of the study corridor at this time was functioning at a LOS of “D”. At this level of service, delay for the drivers along NW 86th Street was becoming unacceptable.

The very busy commuter traffic along NW 86th Street, coupled with lack of proper access control, had now led to a need to significantly improve the traffic operations within the study area. There had also been, at this time, much concern by commuting motorists and businesses along this roadway for improvements to be made.
Accident History  Along with this increase in traffic volumes and poor access management, there was resulting high accident rates along the study area corridor. An accident analysis was completed for the corridor, and found a high number of accidents related to the high traffic volume and lack of access management. From January 1988 to December 1990, there were a total of 206 total reported accidents between Franklin Avenue and the Walnut Creek bridge. The corresponding accident rate for this section of NW 86th was 723 accidents per hundred million vehicle miles. Of these 206 accidents, a large percentage were rear end, right angle, and left-turning accidents.

In addition, an earlier consultant study by found that approximately 69 percent of the accidents between Swanson Boulevard and Franklin Avenue were rear end collisions involving left turning vehicles waiting in the inside lane. The study also concluded that a significant reduction in accidents was feasible through proposed access improvements. These proposed improvements included a combination of a raised center median with left turn bays and continuous two-way left-turn lanes. Both would protect left-turning movements, and also provide sufficient storage for these left-turning vehicles while limiting some left-turn movement along portions of the busy commercial area.

Access Improvement Process  This study was also included in the City of Clive’s application for Iowa Department of Transportation TSIP funding. The city formally applied for this funding in the summer of 1989. The improvement process proposed by the City of Clive involved the same steps as the Ames and Ankeny projects. The proposed improvements included a combination of a raised center median with left-turn bays and continuous two-way left-turn lanes.

This proposed project area included the section of the study corridor from Franklin Avenue on the north to just north of Walnut Creek on the south. The project was later accepted by the Iowa DOT for funding. The pending access improvements were seen to provide sufficient storage for left-turning vehicles and therefore reduce exposure to rear end accidents. The elimination of access points would also reduce accident potential through elimination of some conflict points. The total project cost was estimated at almost $700,000.

c. Results  In the fall of 1991, the project was undertaken and completed to significantly reconstruct the study area corridor. As proposed, different access management techniques were used on different sections of the 0.6 mile section of Northwest 86th Street. First of all, the necessary widening was done on the west side of the roadway. The addition of this extra 16 feet of pavement allowed for the installation of a raised median from the Swanson Boulevard intersection to the Alice Avenue intersection. A fifth two-way left-turn lane was constructed from just north of Alice Avenue to Primrose Lane. A small section of median is located between Primrose Lane and the east leg of Franklin Avenue.

As the other half of the project, a continuous two-way left-turn lane was also constructed on the section of Northwest 86th south of the Swanson Boulevard intersection and the railroad tracks. This fifth turning lane extends from just south of the railroad tracks to the bridge at Walnut Creek. A median with left-turning bay was installed at the southern leg of the Swanson Boulevard intersection. This fifth lane serves the seven driveways along the southern leg of the study area. The two-way left-turn lane extends from this point for about 400 feet south. At this point, a median was installed. This median tapers off with the roadway into a four-lane undivided road, which then crosses the bridge at Walnut Creek. Along with the channelization along Northwest 86th Street; channelization was also completed along Swanson Boulevard, on the east and west sides of Northwest 86th Street.
In addition to the major geometrical improvements, there were a few other minor changes made to the study area. There were traffic signalization improvements made at four different intersections. The signals at Swanson Boulevard and Harbach Boulevard were completely replaced with a fully actuated system, while minor improvements were made at the intersections of Alice Avenue and Franklin Avenue. Today, Northwest 86th Street is a wider, safer, and better functioning arterial roadway (see Figure 28).

**Figure 28: Northwest 86th Street Today**

**Accident Reduction** As a result of the 1991 improvement project, the study area has seen tremendous improvements in the area of accident reduction. For the three-year period from 1992 to 1994, the study area experienced 128 total accidents between Franklin Avenue and Walnut Creek. This number is much lower than the 206 accidents between January 1988 and December 1990. The post-project corresponding accident rate for the corridor was 417 accidents per hundred million vehicle miles. This accident rate was obviously a significant reduction from the before project rate of 723 accidents per hundred million vehicle miles.

As expected, much of this accident reduction was in access related types of accidents. There were significant reductions in right angle, rear end, and broadside left-turn collisions. There were only 8 reported right angle accidents in the three years following the reconstruction of Northeast 86th Street (see Table 15).
Table 15: Northwest 86th Street Accident Statistics

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Collision type uncertain</td>
<td>15</td>
<td>14</td>
</tr>
<tr>
<td>Head-on</td>
<td>1</td>
<td>0</td>
</tr>
<tr>
<td>Broadside / Left-turn</td>
<td>18</td>
<td>9</td>
</tr>
<tr>
<td>Rear end</td>
<td>95</td>
<td>68</td>
</tr>
<tr>
<td>Rear end / Right-turn</td>
<td>6</td>
<td>2</td>
</tr>
<tr>
<td>Rear end / Left-turn</td>
<td>1</td>
<td>1</td>
</tr>
<tr>
<td>Side swipe / Opposite direction</td>
<td>2</td>
<td>0</td>
</tr>
<tr>
<td>Side swipe / Same direction</td>
<td>3</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Right-turn</td>
<td>3</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Left-turn</td>
<td>6</td>
<td>1</td>
</tr>
<tr>
<td>Sideswipe / Dual left-turn</td>
<td>1</td>
<td>2</td>
</tr>
<tr>
<td>Sideswipe / Dual right-turn</td>
<td>1</td>
<td>0</td>
</tr>
<tr>
<td>Right angle</td>
<td>37</td>
<td>8</td>
</tr>
<tr>
<td>Broadside / Right entering</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Broadside / Left entering</td>
<td>1</td>
<td>0</td>
</tr>
<tr>
<td>Failure to yield from driveway</td>
<td>0</td>
<td>5</td>
</tr>
<tr>
<td>Sideswipe / Facing left-turns</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Other / Single vehicle / Bicycle</td>
<td>16</td>
<td>18</td>
</tr>
<tr>
<td><strong>Total Accidents</strong></td>
<td><strong>206</strong></td>
<td><strong>128</strong></td>
</tr>
</tbody>
</table>

**Improved Operation**  Traffic flow and congestion have also been improved along the study area since the 1991 reconstruction of this arterial. After the completion of the project, the level of service for the study area improved from a LOS “D” to a level between LOS “B” and LOS “C”. This improvement has come even with a traffic volume increase of almost 8 percent. This improvement can be largely attributed to the access improvements that have removed most left-turning vehicles from the four lanes of through traffic. This newer configuration has eliminated conflict points, as well as being better suited for the high traffic volumes in the area.

d. **Conclusion**
This project is an example of how access management can be successfully implemented with the use of a combination of access management techniques. Both the continuous two-way left-turn lanes and raised medians with turning bays provided increases in operational efficiency, while the medians provided control of much of the left-turning movements into and out of the area businesses. The result was a safer and more efficient roadway.
4. Des Moines Case Study
(Full Raised Medians)
US Highway 65/69 (SE 14th Street)
from Des Moines River to Indianola Avenue

a. Background
Des Moines is the capital of the State of Iowa, and also its largest city. Des Moines is located about 30 miles south of the geographic center of the state at the intersection of Interstate 35 and Interstate 80. This city of almost 200,000 is about 200 miles north of Kansas City, Missouri and about 125 miles east of Omaha, Nebraska. In past years, Des Moines has become a business center for major insurance companies from all over the world. In addition, Des Moines is the home to many other corporations and manufacturers.

Its size and strategic location make Des Moines the most important transportation and commercial hub in the state of Iowa. Des Moines is also located along many other national highway routes. Two of these US Highways, US 65 and US 69, meet about fifteen miles south of Des Moines and travel through the city from south to north before separating again. The highways enter the city on its southeast corner and follow Southeast 14th Street north towards the downtown area. Southeast 14th Street is one of Des Moines busiest roadways. SE 14th was originally constructed in the early 1920’s, and was mostly a four-lane undivided highway into the early 1980’s.

Study Area The case study area of focus is a section of SE 14th Street between the Des Moines River and Indianola Avenue (see Figure 29). Indianola Avenue, itself, is a busy roadway. It serves as a major arterial access way from the south central part of Des Moines to the southeastern parts of the city and Polk County.
This study area section is about 1.5 miles long, with a posted speed limit of 40 miles per hour. The vast majority of this roadway was originally paved in 1938 to a width of 43 feet. The intersection with Indianola Avenue, at the southern end of the study area, was channelized with a median and turning bays in 1971.

**Previous Corridor Environment** Over the years, this area has developed as a mix of several different land uses. Residential, public, industrial, and commercial land uses can be found all along Southeast 14th Street. The largest portion of the development along the corridor has been commercial development. The types of commercial activity which have traditionally located along Southeast 14th include motels, fast food restaurants, taverns, convenience stores, service stations, furniture stores, grocery stores, and automobile sales lots. Amongst this commercial development is scattered the other land uses, including several private homes and some mobile home parks.

Access along this roadway section was very poorly controlled in the years leading up to the late 1970’s. There were numerous driveways located along the study corridor by this time. Many of these driveways were located very close together as well (see Figure 30).

![Figure 30: Driveways Along Southeast 14th Street](image)

Traffic volumes along most of this portion of US Highway 65/69 were estimated at around 28,000 vehicles per day in the late 1970’s. The intersection at Indianola Avenue was also one of the busiest traffic areas along US 65/69 at the time.

By the late 1970’s, the case study area was already relatively highly developed. More development was rapidly approaching the southern end of US 65/69, around the Army Post Road intersection. Therefore, traffic volumes along the entire corridor were expected to increase dramatically in the coming years. It was estimated that volumes would reach around 33,000 vehicles per day by the early to mid 1980’s. These numbers were projected to increase as development continued along the study area as well as towards the southern end of Southeast 14th Street.
b. Analysis

As of the late 1970’s, Southeast 14th Street was already becoming a heavily traveled commuter thoroughfare. Nearly every one of the adjacent properties along US 65/69 had driveway access to the four-lane undivided roadway in the late 1970’s and early 1980’s. In addition, many of these driveways were spaced very close together and/or near intersections. The uncontrolled access and expected traffic volume increases spelled immediate and future operational trouble for those travelling through the study area. The numerous conflict points created by multiple driveways also presented a potential safety problem for the corridor.

Accident History Because of the poor access control and heavy traffic, safety was becoming a problem along Southeast 14th Street. There were high accident rates along the study area, as well as the southern section of the roadway, by the late 1970’s. During the three-year period from January 1975 to December 1977, there was almost one accident per day along Southeast 14th Street. The total 3.4 mile length from Army Post Road to the Des Moines River experienced an average of 323 accidents each year. These numbers were actually slightly below the statewide average for 1977.

By 1978, the accident rate along this entire stretch was 972 accidents per km. This increase was reflective of the steady increase in traffic congestion and development in the area. In addition, the northern end of Southeast 14th Street, which includes the study area, was the more developed part of the overall US Highway 65/69 corridor. For this reason, it could be assumed that a larger percentage of the driveway access problems and resulting accident occurrences were within this study area.

Traffic Flow and Congestion The operational characteristics of the study area were a greater concern in the late 1970’s. The numerous driveway access points created a great number of conflict points that hindered traffic flow along the corridor. As in Ames and Clive, delays caused by left-turning vehicles waiting in the inside lanes of traffic caused severe operational problems. These turning vehicles caused Southeast 14th Street to operate often as if it were a two-lane roadway at many points.

By the late 1970’s, much of the US 65/69 Corridor was experiencing a level of service around “D”. Level of Service “D” generally describes vehicle operation with delay between 15 and 40 seconds. With the expected development and increases in traffic, this LOS could get worse over time if no access improvements were made. A series of medians, that would eliminate left-turning traffic, was seen as the best alternative to increase traffic flow.

Access Improvement Process The decision to make changes to the US 65/69 corridor was a complicated process involving the City of Des Moines and the Iowa Department of Transportation. This proposed project came many years before the Traffic Safety Improvement Program. The project became a very controversial subject in the capital city, but the raised median installation was decided to be very necessary to the functioning and safety of the corridor. By the early 1980’s, the process was under way to reconstruct Southeast 14th Street with a center raised median. The impetus to carry out these access changes were steered more by the future development and traffic flow than by safety, though safety was still a major concern.
c. Results
In the mid 1980’s the ambitious project to reconstruct a large portion of Southeast 14th Street was finally undertaken. The project goal was the installation of the proposed raised median down the entire length of Southeast 14th Street. The overall project area actually extended from Army Post Road to the Des Moines River. The project was completed in two steps. The first phase of the median installation project was completed in late 1984. This project included the two-mile section of Southeast 14th street from Army Post Road to Park Avenue. Park Avenue intersects Southeast 14th just north of Indianola Avenue. As mentioned before, the southern part of this project was much less developed than the northern part at the time of the median installation. This part of the project cost $4.4 million. The second part of the project was completed a year later, in 1985. This project continued the median installation from Park Avenue north to the Des Moines River. The reconstruction of this one-mile section cost around $2.8 million. The whole project itself involved widening of the roadway to accommodate the median. Breaks were left in the median at certain locations to allow for left-turning access at intersections and some driveway locations. Outside of the widening and median construction, the project did not include much else in terms of access control. Few, if any, driveways were closed or relocated along the study area (see Figure 31).

Today, the development on the southern parts of Southeast 14th Street has also grown considerably. This area is a major commercial area for Des Moines and attracts business from the southern half of Des Moines, Indianola, and much of southeast Polk County. Areas along the whole corridor are spotted with a variety of land uses. Within the study area development has continued, and Southeast 14th Street remains a busy arterial for the surrounding area. With the raised median in place, left-turns along the corridor have been limited, and considerable benefits have resulted.
**Improved Operation**  Since the installation of the median, left turning movements along US 65/69 have been reduced greatly. As a result traffic congestion and overall corridor safety have both been improved considerably. After the project, the level of service along the corridor was between a LOS “B” and “C”. This level of service is very good for this type of arterial roadway, and a significant improvement from the LOS “D” from before the access project.

Daily traffic volumes have continued to increase along the corridor as expected. By the early 1990’s, the traffic volumes along US 65/69 had increased to well over 30,000 vehicles per day at times. Even with this increased amount of traffic, the roadway functions much better than it would have functioned without the median installation.

**Accident Statistics**  After the reconstruction project was completed, there was also a significant reduction in accident rates along the corridor. Over the time period January 1986 to December 1988, there were 279 total accidents on US highway 65/69 between Indianola Avenue and the Des Moines River (see Table 16).

<table>
<thead>
<tr>
<th>Accident Classification</th>
<th>1986-1988</th>
</tr>
</thead>
<tbody>
<tr>
<td>Collision type uncertain</td>
<td>40</td>
</tr>
<tr>
<td>Head-on</td>
<td>1</td>
</tr>
<tr>
<td>Broadside / Left-turn</td>
<td>28</td>
</tr>
<tr>
<td>Rear end</td>
<td>80</td>
</tr>
<tr>
<td>Rear end / Right-turn</td>
<td>4</td>
</tr>
<tr>
<td>Rear end / Left-turn</td>
<td>1</td>
</tr>
<tr>
<td>Side swipe / Opposite direction</td>
<td>3</td>
</tr>
<tr>
<td>Side swipe / Same direction</td>
<td>7</td>
</tr>
<tr>
<td>Sideswipe / Right-turn</td>
<td>11</td>
</tr>
<tr>
<td>Sideswipe / Left-turn</td>
<td>8</td>
</tr>
<tr>
<td>Sideswipe / Dual left-turn</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Dual right-turn</td>
<td>0</td>
</tr>
<tr>
<td>Right angle</td>
<td>50</td>
</tr>
<tr>
<td>Broadside / Right entering</td>
<td>0</td>
</tr>
<tr>
<td>Broadside / Left entering</td>
<td>4</td>
</tr>
<tr>
<td>Failure to yield from driveway</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Facing left-turns</td>
<td>1</td>
</tr>
<tr>
<td>Other / Single vehicle / Bicycle</td>
<td>41</td>
</tr>
<tr>
<td><strong>Total Accidents</strong></td>
<td><strong>279</strong></td>
</tr>
</tbody>
</table>

The corresponding accident rate is 485 accidents per hundred million vehicle miles. This rate is much lower than the accident rates from before the median installation of the mid 1980’s. This rate is about one half that of the accident rate from before the improvements. This rate was, as mentioned earlier, for the entire Southeast 14th Street corridor from the Des Moines River to Army Post Road.


d. Conclusion
This access management project demonstrates the effectiveness of installing a raised center median to control left-turn access and consequently improve traffic flow along a major primary roadway with high traffic volumes. This type of improvement, along with improving traffic flow, can be very effective in terms of safety as well. By eliminating conflict points, medians can reduce the potential for some types of traffic accidents.
5. Fairfield Case Study
(Driveway Consolidation)
US Highway 34 (West Burlington Avenue)
from 22nd Street to 11th Street

a. Background
The city of Fairfield is a diverse community of about 10,000 people located in southeastern Iowa, about 50
miles west of the Mississippi and about 100 miles southeast of Des Moines. It also serves as the county
seat of Jefferson County. Fairfield is the home of a variety of businesses and industries, with a number of
high-technology companies among them. It is also the location of Maharishi International University of
Management. Fairfield lies along US Highway 34, and is located where this highway meets Iowa Highway
1. US Highway 34 is a national highway that runs through many smaller towns in southern Iowa. Locally,
US 34 is known as Burlington Avenue. West Burlington Avenue carries much of the east/west local traffic
on the western side of Fairfield.

Study Area  The study area along US Highway 34, or West Burlington Avenue, is a 0.6 mile section on
the western side of Fairfield. The study area runs from 22nd Street on the western end to 11th Street on the
eastern end (see Figure 32).

Figure 32: Fairfield Case Study Location

The posted speed limit along the study area is 35 miles per hour. US Highway 34 in this study area is a 49
foot wide four-lane undivided roadway. There is highly dense development adjacent to the highway
throughout the western half of the city. This area along West Burlington Avenue has developed over time
as a mixture of some residential land use, but mostly commercial businesses. The commercial businesses
within the study area include recreation facilities, service stations, motels, grocery stores, hardware and
equipment dealers, discount and convenience stores, and restaurants. Because the area is a major shopping area for Fairfield, the traffic and turning movements in this area can be heavy at times.

**Previous Corridor Environment** With this large amount of activity, access to businesses is important. Unfortunately, though, access to the roadway was not sufficiently managed in the years prior to the early 1990’s. As of 1990, there were approximately 30 driveways accessing US Highway 34 on both sides of the study area. This number of driveways equals about one drive every 100 feet. This large number of driveways results in a high number of conflict points, resulting in more places for potential accidents. As in Ames, many of these driveways were located very close to intersections.

This driveway situation can obviously cause traffic flow and safety problems at these intersections. Along this study area, the traffic volumes in 1990 ranged from about 11,000 vehicles per day on the western edge to almost 17,000 vehicles per day at the eastern end. The volumes in this area were not expected to change dramatically in the coming years. The roadway was functioning at about a level of service “B” in the early 1990’s.

**b. Analysis**
Coupled with the relatively heavy traffic volumes, the numerous access points along West Burlington Avenue / US Highway 34 created concern for safety and possible operational problems in this area. This access management problem was considered the root cause for unusually high accident rates along sections of the study area.

**Accidents** Accident rates along West Burlington were noticeably high at certain locations in the late 1980’s and early 1990’s. An accident analysis of the study area from January 1988 to December 1990 shows that there were 105 total accidents between 22nd Street and 11th Street. Of these accidents, almost 30 percent were rear end collisions. The next highest accident numbers were for left-turning and right angle incidents. These accidents, as mentioned in other case studies, can be highly attributed to improper access control. The number and locations of the many business driveways along US 34 were most likely causing a safety problem.

A solution to these high accident rates was sought by local officials in the early 1990’s. There were many aspects considered in the redesigning of this roadway and in the general relief of accident potential. In 1989, a transportation study was also completed to address these issues. The study addressed existing conditions and made some general preliminary recommendations. This study was called the **Highway 34 Traffic Study**.

**Access Improvement Process** The eventual proposed solution involved three main parts. First of all, parallel streets to the north and south of West Burlington Avenue needed to be developed. This would be done to alleviate local traffic along US 34. Secondly, traffic signals needed to be installed at the intersections of 12th Street and 20th Street to improve traffic operations at and around these intersections. The final part of the proposed project involved limiting and relocating access along the study area. Some driveway closures were considered necessary along US Highway 34 in order reduce the number of turning movements and conflict points. Along with these driveway closures, alternative access would have to be provided for those businesses that lost driveway access along the study corridor.

In 1990, the City of Fairfield began the process of applying for Iowa DOT Traffic Safety Improvement Program funds. The City of Fairfield’s proposed improvements, mentioned earlier, was a rather small-scale project compared to many of the other TSIP projects. The process that the City of Fairfield followed was, once again, similar to that followed in Ames, Clive, and Ankeny.
c. Results
In 1992, an improvement project was undertaken to consolidate selected commercial driveways along West Burlington Avenue and provide alternate access from side streets. As another important part of the improvement project, new traffic signals were installed at the intersections of 12th Street and 20th Street. In all, the project closed or consolidated 8 local driveways along the study area (see Figure 33).

Figure 33: West Burlington Corridor Geometry

Driveways were closed for Hy-Vee, Wal-Mart, Pamida, Easter Foods, Movies America, Sears, Orscheln Home Center, and Pizza Hut. The total project cost was about $425,000. It was completed in the late fall of 1992.

In conjunction with these driveway closures, side streets along the study area were developed to provide alternative access locations for the businesses that lost direct access to US Highway 34. Sections of 12th Street, 14th Street, and 20th Street were paved to provide the alternative access. 12th Avenue was paved between Jefferson and US 34, and also from US 34 north 190 feet. This provided access for Easter Foods and Pamida on the south and Movies America on the south. In addition, 20th Street was widened south of US 34 to allow for access to Wal-Mart and Hy-Vee. 20th Street was also extended north to serve Sears and Orscheln. The third access involved paving a portion of 14th Street to south to the new Pizza Hut main driveway.
Along with the driveway closures, the other proposed improvement actions were done as well. Grimes Avenue, which is a parallel road running 4 blocks north of US 34, was paved previous to the project completion. In addition, Jefferson Avenue, a parallel street to the south was paved in late 1990. Both of these roadways reduced traffic and congestion on Burlington Avenue. These improvements were made apart from the TSIP funded access management project along US Highway 34.

The combination of all of these different improvements had a significant effect on accident reduction. This can be attributed to a reduction in the total number of conflict points within the limits of the study area. At the intersection of West Burlington Avenue and 12th Street, there was a considerable reduction in the total number of conflicts due to driveway closings (see Figure 34). In the areas where driveways were closed, there was a 20 to 60 percent reduction in total conflict points. This can have a tremendous effect on safety along such a busy commercial corridor.

**Figure 34: Conflict Point Reduction in Fairfield**

![Diagram showing conflict point reduction](image)

**Improved Operation** Traffic volumes along US 34 did eventually decrease, and traffic functioning along the study area remained at a level of service “B” after the project was completed. The traffic decrease was about 1000 vehicles per day since the project was completed in 1992. This traffic reduction can be attributed, in part, to the development of the parallel routes to the north and south of Burlington Avenue. After the project, AADT numbers were just below 16,000 vehicles per day. Today, traffic volumes are about the same as well. These volumes remain made up of local commercial traffic, as well as some through traffic (see Figure 35).
Accident Reduction  Accidents along the area were reduced significantly as a result of the access changes made in 1992. In the time period from January 1993 to December 1995, there were a total of only 66 accidents within the West Burlington Avenue study area (see Table 17).

<table>
<thead>
<tr>
<th>Accident Classification</th>
<th>1988-1990</th>
<th>1993-1995</th>
</tr>
</thead>
<tbody>
<tr>
<td>Collision type uncertain</td>
<td>5</td>
<td>4</td>
</tr>
<tr>
<td>Head-on</td>
<td>1</td>
<td>0</td>
</tr>
<tr>
<td>Broadside / Left-turn</td>
<td>8</td>
<td>8</td>
</tr>
<tr>
<td>Rear end</td>
<td>29</td>
<td>8</td>
</tr>
<tr>
<td>Rear end / Right-turn</td>
<td>1</td>
<td>5</td>
</tr>
<tr>
<td>Rear end / Left-turn</td>
<td>9</td>
<td>10</td>
</tr>
<tr>
<td>Side swipe / Opposite direction</td>
<td>3</td>
<td>0</td>
</tr>
<tr>
<td>Side swipe / Same direction</td>
<td>2</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Right-turn</td>
<td>4</td>
<td>3</td>
</tr>
<tr>
<td>Sideswipe / Left-turn</td>
<td>1</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Dual left-turn</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Dual right-turn</td>
<td>1</td>
<td>0</td>
</tr>
<tr>
<td>Right angle</td>
<td>14</td>
<td>9</td>
</tr>
<tr>
<td>Broadside / Right entering</td>
<td>2</td>
<td>1</td>
</tr>
<tr>
<td>Broadside / Left entering</td>
<td>2</td>
<td>2</td>
</tr>
<tr>
<td>Failure to yield from driveway</td>
<td>2</td>
<td>6</td>
</tr>
<tr>
<td>Sideswipe / Facing left-turn</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Other / Single vehicle / Bicycle</td>
<td>21</td>
<td>10</td>
</tr>
<tr>
<td><strong>Total Accidents</strong></td>
<td><strong>105</strong></td>
<td><strong>66</strong></td>
</tr>
</tbody>
</table>
The corresponding accident rate for this number is 381 accidents per hundred million vehicle miles. This accident rate went down over 38 percent from before the project in 1992. The most pronounced reductions in the types of accidents were in those types of accidents identified previously as highly access related. The overall reduction in number of accidents was about 37 percent from before to after the driveway consolidation project. The overall accident rate is adjusted for the reduction in traffic volumes.

d. Conclusion
This project demonstrates the effective use of driveway consolidation and closures in order to reduce conflict points in a busy commercial area. By reducing conflict points in this way, very significant improvements can be made in the area of safety. Benefits can also be seen in the area of congestion and traffic flow.
6. Mason City Case Study
(Raised Medians at Intersection)
US Highway 18 (4th Street Southwest)
at Pierce Avenue

a. Background
The northern Iowa community of Mason City is located about 120 miles north of Des Moines near Interstate Highway 35. Located just east of the interstate, Mason City is an industrial city of about 30,000 people. It is also located less than 25 miles from the Minnesota border. Mason City serves as the county seat of Cerro Gordo County, with the center of the city located near the intersection of US Highways 18 and 65. In addition, the future location of the Avenue of the Saints corridor will meet up with Interstate 35 just south of the city.

This future interstate corridor, the city’s industrial activity, and the other major highway facilities make Mason City an important commercial hub for the northern region of the state of Iowa. US Highway 18 runs through Mason City from east to west and serves as a major arterial through the city. Locally, US Highway 18 is known as 4th Street Southwest. Although US Highway 18 is a national highway, the vast majority of traffic along has its origin and destinations within Mason City.

Study Area  The area of focus for this case study is at the intersection of US Highway 18 and Pierce Avenue on the western side of Mason City (see Figure 36).
The study area consists of a 0.17 mile long section of roadway from Willowbrook Drive on the west end to Fillmore Avenue on the east. The posted speed limit at this intersection is 35 miles per hour. This section of US Highway 18 was constructed in 1962 as a 49 foot wide four-lane undivided highway. US Highway 18, in this area, is functionally classified as a freeway/expressway. Pierce Avenue has a roadway width of 41 feet. Both north and south legs of Pierce Avenue have two turning lanes at this intersection (see Figure 37).

**Figure 37: Previous 4th Street and Pierce Avenue Intersection Geometry**

![Intersection Diagram](image_url)

**Previous Corridor Environment**  By the late 1980’s, the area around this intersection was a mix of commercial and residential land uses. There were gas stations located at both the southeast and southwest corners of the intersection with several other retail business developments to the south and west. The residential homes are located on the northeast corner of the study area. A few of these houses had driveway access to 4th Street Southwest as of the early 1990’s.

For many reasons, this intersection became one of the busiest in all of Mason City. Traffic estimates from the late 1980’s saw heavy volumes of traffic at the intersection. Traffic on US 18 was around 9,100 vehicles per day in the westbound direction and 9,500 vehicle eastbound. On Pierce Avenue volumes were about 2,700 vehicles per day south bound and 2,400 vehicles northbound. In addition to this traffic volume, the city was planning an extension of Pierce Avenue to the south. This extension would provide access to the city’s industrial park area. Once this future connection was made, turning movements at the study area intersection of Pierce and US 18 would increase significantly.
b. Analysis
The commercial access and heavy traffic volumes in this area were beginning to cause problems for the motorists in the area around this intersection. Much of this problem was due to the large amount of turning traffic in the area.

Accidents and Operations  By the late 1980’s the intersection at US Highway 18 and Pierce Avenue was experiencing high accident rates. Turning traffic was the major reason for these high accident numbers. The intersection had become one of the state’s top 100 Improvement Candidate Locations. The intersection ranked number 75 on that list. For purposes of this case study, an accident analysis was done for this stretch of US Highway 18. During the three-year period from January 1988 to December 1990, there were 98 reported accidents at this intersection. The corresponding accident rate for the intersection was 470 accidents per hundred million vehicle miles.

As for traffic operations, the roadway section was functioning at a level of service “B” in terms of driver delay time. The potential increase in traffic volumes due to the proposed Pierce Avenue extension, was a possible problem for the future. Increased volumes and turning movements could result in longer delay times and lower level of service.

Access Improvement Process  The City of Mason City was becoming concerned with the safety hazard this intersection was creating. The city decided to propose improvements to the access at this intersection as a result. When applying for funding through the Iowa Department of Transportation Traffic Safety Improvement Program, there was an accident analysis done for this area. During the five year period from January 1983 to December 1987, there were 79 reported accidents at the intersection. The corresponding accident rate for the intersection was 1.82 accidents per million entering vehicles (MEV). This number was more than twice the statewide average of 0.9 accidents per million entering vehicles. 48 percent of these accidents were caused by failure of a left turning vehicle to yield to oncoming traffic.

It was estimated that a 50 percent reduction in accidents could be realized if there were specific improvements made at this intersection. What was specifically proposed was a widening of US 18 around this intersection. This widening would allow for protected left turning lanes at the east and west approaches to Pierce Avenue. The proposed project was found to have a benefit/cost ratio of 1.87. The proposed improvements were expected to provide a cost-effective means for reducing accidents at this intersection. The objective of such an access management project would be to reduce total accidents, accident severity, and total dollar losses from such accidents. The proposed project was eventually accepted by the Iowa DOT as a Hazard Elimination Site.

c. Results
In the summer of 1991, in response to the high accident rates, a project was completed to reconstruct the intersection at Pierce and US Highway 18. The project included the widening of US 18 / 4th Street Southwest at Pierce, signal upgrades at this intersection, minor commercial driveway consolidations, and minor modifications to the Pierce Avenue approach.

Specifically, the project widened US Highway 18 from about 500 feet west of the Pierce Avenue intersection to 500 feet east of the intersection. Additional lane space was added to US 18 on both sides of the roadway. A center median was installed on both east and west legs of US 18 from Willowbrook Drive to Fillmore Avenue (see Figure 38). Left turn bays were included on each leg of US 18 at Pierce.
In addition to the median, two driveways were closed along US Highway 18. On the northeast corner of the intersection there remains some residential development. These houses do have a few driveway accesses, but the movement to and from these driveways is minimal. The left turn bays at the intersection protected the high number of left turning vehicles from rear end collisions and oncoming vehicles. This reduced accident potential and improved traffic flow in the other four through lanes of traffic. The median also eliminated a small number of left-turning movements along US 18. These turns could also create delay and potential accidents.

**Operations and Accident Reduction** before the 1991 project, as mentioned earlier, traffic operations were rated at a level of service “B” along the study corridor. The major problem was the turning traffic and accident potential at the Pierce Avenue intersection. After the project was completed, the level of service in the area remained at a level of service “B”. An LOS “B” is considered a good operating flow for this type of roadway.

The project at US 18 and Pierce Avenue also reduced the total number of conflict points and accidents within the study area. For the period from January 1992 to December 1994, there were a total of 71 reported accidents along this stretch of US Highway 18. This reduction in accidents came even though traffic volumes rose almost 16 percent at the intersection. The corresponding accident rate for this time period after reconstruction is only 290 accidents per hundred million vehicle miles. The accident rate before the access project was 470 accidents per hundred million vehicle miles. This was a reduction in the accident rate of almost 40 percent. The reduction in specific types of accidents is rather difficult to determine. This is due to the high number of accidents that were coded as “uncertain” (see table 18).
Table 18: 4th Street Southwest Accident Statistics

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Collision type uncertain</td>
<td>62</td>
<td>28</td>
</tr>
<tr>
<td>Head-on</td>
<td>1</td>
<td>0</td>
</tr>
<tr>
<td>Broadside / Left-turn</td>
<td>16</td>
<td>21</td>
</tr>
<tr>
<td>Rear end</td>
<td>13</td>
<td>12</td>
</tr>
<tr>
<td>Rear end / Right-turn</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Rear end / Left-turn</td>
<td>1</td>
<td>0</td>
</tr>
<tr>
<td>Side swipe / Opposite direction</td>
<td>1</td>
<td>0</td>
</tr>
<tr>
<td>Side swipe / Same direction</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Right-turn</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Left-turn</td>
<td>1</td>
<td>1</td>
</tr>
<tr>
<td>Sideswipe / Dual left-turn</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Dual right-turn</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Right angle</td>
<td>2</td>
<td>3</td>
</tr>
<tr>
<td>Broadside / Right entering</td>
<td>0</td>
<td>1</td>
</tr>
<tr>
<td>Broadside / Left entering</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Failure to yield from driveway</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Facing left-turns</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Other / Single vehicle / Bicycle</td>
<td>1</td>
<td>5</td>
</tr>
<tr>
<td><strong>Total Accidents</strong></td>
<td><strong>98</strong></td>
<td><strong>71</strong></td>
</tr>
</tbody>
</table>

d. Conclusion

This project demonstrates the use of protected left-turn lanes and raised medians to reduce conflict and accident potential. The project also maintained functionality at such a heavily traveled intersection. Today, the intersection functions smoothly, as well as more safely (see Figure 39).

Figure 39: 4th Street Southwest Today
7. Spencer Case Study
(Continuous Two-way Left-turn Lane)
US Highway 18/71 (South Grand Avenue)
from Little Sioux River to South US 18/71 Junction

a. Background
The City of Spencer is located near the northwest corner of the state, about 180 miles from Des Moines. Spencer is also the county seat of Clay County, and has a population of about 11,000 people. It is located at the intersection of two US Highways. US Highways 18 and 71 both run through the City of Spencer. Both US 18 and US 71 meet near the southern end of the city. From this southern junction, they both follow Grand Avenue north through the center of town. Grand Avenue is the main north/south arterial roadway through the city. Grand Avenue receives a lot of through traffic from the two major highways carrying people between western parts of the state and the Iowa Great Lakes area. But, the roadway also sees a large amount of local traffic from within Spencer.

Study Area
The study area along the US 18/71 route is locally known as South Grand Avenue. The study area runs from the Little Sioux River on the north end to the previously mentioned southern junction of US Highway 18 and US 71 (see Figure 40). The study area is approximately 0.6 miles in length and has a posted speed limit of 35 miles per hour.

![Figure 40: Spencer Case Study Location](image)

Previous Corridor Environment
The land use along this corridor is quite highly developed with commercial business activity. This area is the southern half of the city’s business district. Land use along the study area is almost entirely commercial, with one apartment complex on the west side of the roadway. The businesses located along South Grand included service stations, fast food restaurants, auto parts supply stores, automobile dealerships, motels, and convenience stores.
b. Analysis
During the years prior to the early 1990’s, access management along the South Grand corridor study area was almost non-existent. Of the one-mile of adjacent property along both sides of US Highway 18/71, approximately 90 percent of the right-of-way was not formally controlled by any set driveway structure. The corridor was essentially like a large parking lot in many ways. Most of the property had complete access to the roadway at almost all points. With the heavy commercial business traffic in the study area and unlimited access almost everywhere along it, congestion and safety were becoming strong concerns of local motorists and business owners in the Spencer area.

Traffic and Accident History As of the early 1990’s, heavy traffic along South Grand Avenue and the lack of access management accounted for high accident rates in the study area. During a three-year period, between January 1988 and December 1990, there were a total of 69 reported traffic accidents along the study area. This was a corresponding accident rate of about 430 accidents per hundred million vehicle miles. Of these 69 accidents, a large number were right angle, left-turn, or rear end accidents. As mentioned in previous case studies, these types of accidents are often attributed to improper access management along such a commercial corridor.

Traffic volumes along South Grand Avenue in 1990 were almost 15,000 vehicles per day. At this same time, the level of service was actually relatively good. There was stable traffic flow along South Grand Avenue. The LOS was approximately a level “B” in the study corridor.

Access Improvement Process This high number of accidents along with the uncontrolled access were the major factors in the city’s decision to propose reconstruction of the roadway with a fifth lane for left-turning vehicles, a continuous two-way left-turn lane. This lane would be very similar to the project completed two years later in Ames.

In addition, there were plans to formalize the adjacent driveway accesses. As mentioned earlier, there was very little formal definition to the drives along the corridor. The city applied for funding from the Iowa DOT TSIP in early 1991. The project was accepted and was estimated to cost about $1.1 million.

c. Results
An access management project was eventually undertaken, and construction was completed in the summer of 1992. The construction of this new facility included, first of all, the addition of a new center continuous two-way left-turn lane. In order to accomplish this, right of way was taken from both east and west sides of the roadway. In addition, numerous driveways were formalized along both sides of the US 18/71 study corridor (see Figure 41).
As a result, there are now approximately 20 formalized driveways located along both sides of the case study corridor (see Figure 42).
Accident Reduction  As a result of this project, the overall accident rate along South Grand Avenue have been reduced, but not by the margins seen in other case studies. Actually, the total number of accidents went up in the post-project study period. From January 1993 until December 1995, there were a total of 75 accidents along South Grand Avenue, resulting in an accident rate of 390 accidents per hundred million vehicle miles. At the same time, the traffic volumes in the study area went up to almost 18,000 vehicles per day. The accident rates, compared with the accident rates from before the project show a 13 percent reduction in total accidents.

When looking at the accident types, reductions were not made in the areas where access management usually reduces accidents. This fact is difficult to explain without further investigation. Broadside left-turning accidents were reduced by half from before the project. Right angle accidents were doubled after the project’s completion (see Table 19).

<table>
<thead>
<tr>
<th>Accident Classification</th>
<th>1988-1990</th>
<th>1993-1995</th>
</tr>
</thead>
<tbody>
<tr>
<td>Collision type uncertain</td>
<td>5</td>
<td>4</td>
</tr>
<tr>
<td>Head-on</td>
<td>1</td>
<td>1</td>
</tr>
<tr>
<td>Broadside / Left-turn</td>
<td>14</td>
<td>6</td>
</tr>
<tr>
<td>Rear end</td>
<td>18</td>
<td>17</td>
</tr>
<tr>
<td>Rear end / Right-turn</td>
<td>0</td>
<td>1</td>
</tr>
<tr>
<td>Rear end / Left-turn</td>
<td>1</td>
<td>3</td>
</tr>
<tr>
<td>Side swipe / Opposite direction</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Side swipe / Same direction</td>
<td>7</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Right-turn</td>
<td>1</td>
<td>1</td>
</tr>
<tr>
<td>Sideswipe / Left-turn</td>
<td>1</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Dual left-turn</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Sideswipe / Dual right-turn</td>
<td>0</td>
<td>1</td>
</tr>
<tr>
<td>Right angle</td>
<td>10</td>
<td>20</td>
</tr>
<tr>
<td>Broadside / Right entering</td>
<td>0</td>
<td>1</td>
</tr>
<tr>
<td>Broadside / Left entering</td>
<td>2</td>
<td>0</td>
</tr>
<tr>
<td>Failure to yield from driveway</td>
<td>0</td>
<td>2</td>
</tr>
<tr>
<td>Sideswipe / Facing left-turns</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>Other / Single vehicle / Bicycle</td>
<td>9</td>
<td>18</td>
</tr>
<tr>
<td><strong>Total Accidents</strong></td>
<td><strong>69</strong></td>
<td><strong>75</strong></td>
</tr>
</tbody>
</table>

Traffic Operation  In addition to the small accident rate reduction, operations along the corridor remained fairly smooth. While the traffic volumes were increased, the level of service along South Grand remained at a LOS of “B”. This level is considered smooth flow of traffic, and is acceptable for this type of roadway.
d. Conclusion
This project demonstrates the effectiveness limiting access points along a major commercial business area, and the successful use of a two-way left-turn lane to prevent left-turning accidents. Today, the corridor has a much more formalized driveway structure. The new continuous turning lane allows for more protected left-turning movements (see Figure 43).

Figure 43: South Grand Avenue Today
C. Sidebar Case Studies

1. Carroll Case Study
   (Future Access Problems / Excessive Driveway Access)
   US Highway 30
   From Grant Road to County Road N-33

   a. Background
   The city of Carroll is located in the west-central part of Iowa, about 75 miles northwest of state capital Des Moines. Carroll is also located at the intersection of US Highway 30 and US Highway 71. The city serves as county seat of Carroll County and has a population of approximately 10,000 people.

   US Highway 30 is a national highway that runs through several states, and was originally constructed in 1930 through Carroll. US Highway 30 is one of this city’s major arterial routes, running through Carroll from east to west. US 30 is a major national highway, but most of the volume of east-west interstate through traffic is carried by Interstate Highway 80. In western Iowa, Interstate 80 runs parallel with US 30 approximately 35 miles to the south. US Highway 30 does serve as a main route for some intrastate east-west traffic through west-central Iowa. This stretch of US Highway 30 had a reported 1996 AADT of 8,100 vehicles in the area east of Carroll.

   Study Area  The study area includes approximately 2 miles of US highway 30 on the eastern side of the city. The study area runs from Grant Road on the eastern edge of town to County Road N-33 (see Figure 44).

   In 1996, this area of the highway was expanded to a four-lane facility due to high traffic volumes. This two-mile stretch of US Highway 30 currently has a speed limit of between 35 and 55 miles per hour.
Corridor Environment  The development adjacent to this roadway is a mix of commercial, light industrial land uses. Existing businesses along this corridor include a restaurant, a golf course, two factories, a radio station, and several smaller businesses. There is also new construction, including a grocery store and a warehouse distribution center, located along the case study area. Currently, approximately two-thirds of the frontage adjacent to this corridor is occupied with buildings, so there is room for additional development. This development, along with through traffic, is responsible for a majority of the traffic volumes.

b. Analysis
Currently, there is a proposed US Highway 30 bypass around Carroll to the north of the city. This proposed re-routing would eventually bypass this particular stretch of US Highway 30. If this bypass does develop, a share of traffic volume on this corridor would be reduced to lower volumes. The local traffic would still use the study area though. Future development, which is encouraged, would continue to increase traffic.

Access in this area has been rather liberally allowed during most of the newer development. Access control for this project area was initially designed for a minimum driveway access every 1000 feet. However, as business and industry developed, the access control requirements were reduced to a minimum driveway access of only 300 feet (see figure 45). The main reason for this change was as an effort to attract this new development.

![Figure 45: US Highway 30 in Carroll](image)

Some frontage roads do exist near the west end of the corridor, but the majority of the accesses have no frontage, signals, or turning lanes. As more businesses develop and traffic exposure increases on this corridor, the level of service could be expected to drop and accident frequency could possibly increase. Potentially, this could create the need for retrofitting with future access management treatments.

c. Conclusion
This case study is an example of lack of proper access management along a developing corridor. The situation highlights the need to actively preserve the public investment by not allowing excessive access.
2. Clinton Case Study
(Driveway Consolidation)
US Highway 30/67 (Camanche Avenue)
from West US 30/67 Junction to South 4th Street

a. Background
Clinton is a city of about 30,000 people located on the very eastern tip of the state of Iowa. The city is located about 25 miles northeast of the Quad Cities and only about 150 miles west of Chicago, Illinois. Clinton is a highly industrial city, while its key location along the Mississippi River makes it a major port for shipment of goods by barge. Clinton is also strategically located along major east-west rail lines. This fact, coupled with the river’s presence, make it an important hub of intermodal transportation links and commercial traffic in general. Clinton also lies at the intersection of US Highway 30 and US Highway 67. This also makes the city an important transportation hub for the region.

Case Study Area  The area of interest Clinton is a section of US Highway 30. The study area runs from the western junction of US 30 and US Highway 67 east to the intersection at South 4th Street (see Figure 46).

Figure 46: Clinton Case Study Location

Corridor Environment  This area is a mix of differing land uses; including heavy industrial, commercial, and residential uses. Typical businesses along this corridor include three large discount stores, convenience stores, taverns, car dealerships, restaurants, factories, auto service stations, banks, gas stations, and motels. On the eastern end of the study area, there are several homes adjacent to US Highway 30/67.
b. Analysis
The average annual daily traffic (AADT) on US 30/67 was reported in 1996 to range from 15,400 to 18,300 vehicles per day. The study area is slowly growing in terms of commercial development, while the industrial and residential development has lessened in previous decade. It is expected that the traffic volume through this corridor will continue to remain steady nonetheless.

Access along the study corridor has not been managed sufficiently over the last several years. Numerous driveway accesses have been installed along both sides of the corridor. In addition, several of these driveways are located close to side streets or other driveways. One frontage road had been installed near the western end of the study area; but with four mid-block access points it does not properly serve to reduce conflict points or subsequent potential accidents.

c. Results
As a result of the large volume of traffic along this corridor, and the almost unlimited access points, a project is currently being designed by the Iowa Department of Transportation to remedy some of the access problems. Proposed access improvements include adding a continuous center left-turn lane along a portion of the corridor, adding a raised center median along other portions, and rerouting access through driveway consolidation and closures.

d. Conclusion
This case study highlights the need to control access control along a heavily traveled corridor. Eliminating repetitive driveways and consolidating others driveways will serve to address access concerns. This, coupled with roadway improvements could help to significantly improve operation and safety along the study corridor (see Figure 47).

Figure 47: US Highway 30 in Clinton Today
3. Dubuque Case Study  
(Strong Access Management Standards)  
Iowa Highway 32 (Northwest Arterial)  
from US Highway 20 to John F. Kennedy Road

a. Background  
Dubuque is a northeastern Iowa city of about 60,000 people, located on the banks of the Mississippi River.  
Dubuque is the oldest city in the state, and serves as seat of Dubuque County.  Dubuque is also located at  
the meeting point of US Highway 151, US Highway 20, US Highway 52, and US Highway 61.  Much like  
Clinton, Dubuque is a heavily industrial city with a strategic location for several modes of transportation  
and considerable commerce.

Study Area  
The area of focus for this case study consists of the entire length of Iowa Highway 32 on the  
northwest side of Dubuque.  The study area runs from its intersection with John F. Kennedy Road on the  
north end to US Highway 20 on the south end (see Figure 48).  Locally, this road is known as the  
Northwest Arterial.  It is the first phase of a partially completed bypass around the entire western side of  
Dubuque.

Corridor Environment  
Currently, this roadway is open as a two-lane highway with a further two lanes scheduled to be open in the late fall of 1997.  At this time, the roadway will serve as a major divided four-lane through highway.  In addition, the land in this study area was originally agricultural, but today is being developed for commercial and light industrial uses.
b. Analysis
Average daily traffic along the Northwest Arterial has been increasing dramatically over the last 5 years. Currently, the AADT volumes are around 8,000 vehicles per day. These volumes are expected to continue to increase significantly as more new development arrives along this corridor. Furthermore, there are plans to extend Iowa Highway 32 to the south. This expansion will create a loop bypass around the western side of Dubuque, and also increase traffic volumes considerably. This bypass would carry the north/south through traffic that currently must be routed through the city.

Currently, the City of Dubuque has carefully planned the management of access along the Northwest Arterial. Access for this corridor is designed to be allowed only at signalized intersections with a minimum separation distance of 1000 feet (see Figure 49).

Figure 49: Northwest Arterial Today

This requirement is very well suited for this type of development. Since the access is being consolidated at specific controlled access points, potential for conflict points have been greatly reduced. By keeping access to a minimum of 1000 feet, businesses can develop in a healthy area, while at the same time, there is no compromise of the original function of the roadway. That function being, once again, to bypass through traffic around the City of Dubuque.

c. Conclusions
This case study demonstrates the effective use of land use planning and regulations to promote access management along a major roadway. By re-enforcing these standards, the function of the roadway and the adjacent development can both benefit.
4. Estherville Case Study
(Effective Use of Frontage Roads)
Iowa Highway 9
from 20th Street to east city limits

a. Background
Estherville is a northwestern Iowa community of about 8,000 residents. Estherville is located approximately eight miles from the Minnesota border, at the junction of Iowa Highway 4 and Iowa 9. Iowa Highway 9 serves as a major arterial through the city from east to west. In this case study, we examined a corridor of Iowa Highway 9 on the eastern edge of the city. The case study area runs from 20th Street in Estherville east to the city’s corporate limits (see Figure 50).

This corridor is approximately 0.5 miles in length. The highway along this corridor was originally constructed in 1931, and was widened to four lanes and resurfaced on 1984. The current speed limit is 45 mph. Traffic volumes along the study corridor were reported to be around 7,500 vehicles in 1995.

b. Analysis
An Iowa Department of Transportation maintenance garage and several small businesses occupy the land adjacent to the highway in this area. Access to these businesses has been relocated to a frontage road on the north side of Highway 9 to minimize conflict points along the highway. Additionally, an exclusive right-turn deceleration lane for eastbound traffic turning into the maintenance garage is under construction in 1997. This additional lane should serve to improve the traffic flow through this corridor as well as improve the safety at that location.

c. Conclusion
This case study highlights the effective use frontage roads and turning lanes in a small city. It is important to note that effective access management is critical to the proper functioning of arterial roads, regardless of the size of the surrounding city.
5. Marion Case Study
(Raised Medians at Intersection)
Business US Highway 151 (7th Avenue)
from Armar Drive to Indian Creek

a. Background
The City of Marion is located just northeast of Cedar Rapids in east central Iowa. US Highway (Business) 151 is the primary route between the city of Marion and the central business district of neighboring Cedar Rapids. In 1993, Business US Highway 151 had an AADT volume of around 26,000 vehicles per day within the study area.

The specific area of focus for this study is a section of Business 151 between Armar Drive east to the intersection at Blairs Ferry Road (see Figure 51). This study area is approximately 0.4 miles in length. The general complexion of the commercial businesses along this section of Business US 151 includes mostly service-related businesses. In addition, most of the business access is along the north side of the roadway. Along the south side of the roadway, there are only a couple of driveways. A city park is located along much of this side of the corridor.

b. Analysis
At the request of the city of Marion, the Iowa Department of Transportation analyzed the accident data from this corridor in 1991. The results from all accidents in this section from 1987 to 1990 showed that there were 105 total accidents. Of these accidents, 71 were rear end collisions. Several of these numerous accidents and the types of accidents along Business 151 could be attributed to lack of protection for left-turning vehicles within the study area. Many of these accidents were at the Blairs Ferry Road intersection where left turn lanes did not exist. In addition, the city park entrance and Blairs Ferry Road were offset, creating a difficult intersection and numerous conflict points.
c. Results
This accident problem led access changes along this corridor. The Iowa DOT Traffic Safety Improvement Project allocated funds for safety improvements. Work was begun on this project in 1994, and was completed in 1995. The corridor improvements included raised concrete medians with left-turning bays on 7th Avenue at Blairs Ferry Road. The project also included widening and the addition of a two-way left-turn lane west of the Blairs ferry intersection. Finally, a raised median was added from the west end of the continuous left-turning lane until Armar Drive. This median included a left-turn bay at Armar Drive for traffic turning left from the west bound lane.

There were also minor geometric improvements made at the intersections on the side streets. The entrance to the city park was also relocated to become part of the signalized intersection at Business 151 and Blairs Ferry Road (see Figure 52). This realignment reduced many of the conflict points along the corridor.

![Figure 52: Business US 151 in Marion](image)


d. Conclusion
This project highlights the integrated use of different access management techniques to improve traffic flow and to reduce accident potential along a busy arterial. These techniques include raised medians, continuous two-way left-turn lanes, and driveway redesign.
6. Marshalltown Case Study
(Poor Access Control)
Old US Highway 30
from west city limits to South Center Street

a. Background
The city of Marshalltown is located in central Iowa, about 40 miles northeast of Des Moines. Marshalltown has approximately 25,000 residents. The city is located at the intersection of Iowa Highway 14 and US Highway 30. US Highway 30 is a national highway that runs through several states. However, most of the interstate traffic is carried by Interstate Highway 80, which runs parallel with US Highway 30 approximately 25 miles to the south. US Highway 30 serves as a route mainly for intrastate traffic through central Iowa.

The study corridor is a portion of Old Highway 30 along the southern edge of Marshalltown. It is part of an original bypass that was constructed around Marshalltown in 1954. The corridor studied includes the section of highway from Marshalltown’s west corporate limits east to Iowa Highway 14, called South Center Street locally (see Figure 53). The average annual daily traffic through this corridor was 6,600 vehicles per day in early 1996, when this corridor still served as the main route for traffic on US Highway 30.

A new bypass was constructed to the south of Marshalltown in 1996. As through traffic now bypasses the study area, the traffic volumes noted above should show a very significant decrease in future traffic studies.
b. Analysis
This corridor has become nearly fully developed with mostly commercial businesses on both the north and south sides of the roadway. Following the original construction in the 1950’s, access along the corridor was not sufficiently managed. As a result, almost all the adjacent properties enjoyed separate access points to US Highway 30. By the mid 1990’s this uncontrolled access was beginning to have an adverse effect on safety and traffic flow along US 30.

In an effort to improve safety and service to the users of US Highway 30, the Iowa Department of Transportation found that the most realistic solution was the construction of a second bypass. This was found to be a more viable alternative than purchasing the additional right-of-way at the first bypass, relocating many of the businesses, and installing frontage roads for proper access. This second bypass is a four-lane facility with fully controlled access at non-at-grade interchanges.

c. Conclusion
This example shows the case of a bypass built several decades ago where access was not managed effectively. A second bypass was then required, illustrating the high cost of not properly managing access along a major highway.
7. Sioux City Case Study
(Multiple Access Points)
Iowa Highway 12
from Pearl Street to US Highway 20

a. Background
Sioux City is located in northwest Iowa along the Missouri River, approximately 150 miles northwest of Des Moines. Sioux City has a population of approximately 85,000 people.

Iowa Highway 12 serves to connect the downtown area of Sioux City to US Highway 20 in the east. The study area covers the corridor of Iowa Highway 12 from Pearl Street in the west to the junction with US Highway 20 to the east (see Figure 54). This corridor was reported to have 1996 AADT volumes ranging from a low of 10,200 near US Highway 20 to 27,800 near Pearl Street.

The majority of this roadway was originally constructed in 1954 and resurfaced from 1978 to 1983, with the Gordon Drive Viaduct and its approached constructed in 1964, and one short length near Pearl St. was constructed in 1939 and resurfaced in 1980. Iowa Highway 12 is four lanes wide throughout this corridor, divided by raised medians with left-turn lanes at access points.

b. Analysis
This corridor was improved in the 1970’s as part of a statewide safety project, which included widening the highway to four lanes with raised medians. Since that time, the land use in the study area has changed. The land use along this corridor now consists mostly of commercial businesses. These businesses range from the numerous small businesses to new large office supply stores and large hardware superstores. A new strip mall is currently being developed between the Gordon Street Viaduct and South Martha Drive. The access along this corridor still consists mostly of individual entrances, many of which are located very close to intersections (see Figure 55).
There are currently plans to construct a bypass from Iowa Highway 75 to US Highway 20, around the northeast side of Sioux City. Upon completion, this should serve to reduce exposure on the eastern portion of this study area.

c. Conclusion
This case study illustrates the need to continually improve the access management of a corridor over time as business and land use changes along a corridor. Failure to improve access control will lead to a deterioration of traffic operation, ultimately leading to the recommendation of a bypass around the corridor.
8. Storm Lake Case Study
(Uncontrolled Access Along Bypass)
US Highway 71 (Flindt Drive)
from Lake Avenue to East Lakeshore Drive

a. Background
Storm Lake is located in northwest Iowa, approximately 60 miles east of Sioux City. Storm Lake is a community of about 9,000 residents. It is also the home of Buena Vista University. The university population is approximately 1,100 students. The community lies at the intersection of Iowa Highway 7 and US Highway 71. A new US Highway 71 bypass now runs to the east of the city, while the old route is called Old US Highway 71 in town.

The area of study for this case is a section of old US Highway 71 through Storm Lake from Lake Avenue to East Lakeshore Drive (see Figure 56). Old US Highway 71 is known as Flindt Drive through this corridor. This corridor is approximately 1.3 miles in length, and the land use is classified as highway commercial.

Figure 56: Storm Lake Case Study Location

b. Analysis
The corridor studied here is part of an original bypass constructed around Storm Lake several decades ago. Since that time, the city of Storm Lake has grown out around this bypass. During the growth of the city of Storm Lake, access rights were never purchased by the state. As the city grew many new access points were allowed liberally along the Highway 71 corridor.

Accident History The number of accidents increased due to the many access points along this corridor. The Iowa Department of Transportation studied the area and found the corridor had a higher accident rate than the statewide average.
Access Improvements  In the early 1990’s, the Iowa DOT reconstructed the highway along this corridor from a four-lane highway to a two-lane highway with an additional center left-turn lane. According to city officials, this has served to significantly reduce the accident rates. This project is interesting in that by reducing the number of through lanes, the center left-turn lane could be installed without the purchase of additional right-of-way (see Figure 57).

Figure 57: Old US 71 in Storm Lake

In 1996, this corridor had an average annual daily traffic (AADT) level of about 7,000 vehicles. That same year a new bypass for US Highway 71 was opened east of Storm Lake. Due to this, the AADT should be significantly reduced.

c. Conclusion
This case study highlights the need to protect the access control of new bypasses. If this is not done, the number of access points will tend to increase, resulting in higher accident rates. In this case the remedy for this was further construction, including a continuous center left-turn lane and also a second bypass around the city.
9. Urbandale Case Study (Frontage Road Design)  
Iowa Highway 28 (Merle Hay Road) at Meredith Drive

a. Background
The city of Urbandale is a major suburb of Des Moines, with a population of about 20,000 people. Merle Hay Road (Iowa Highway 28) runs north and south on the eastern edge of Urbandale. It is the dividing line between this city and the City of Des Moines, and serves as an arterial access way to Interstate 35/80 for the cities of Des Moines, Johnston, and Urbandale. It also serves as the main access route for a regional shopping center, Merle Hay Mall. A major intersection on Merle Hay Road is with another arterial, Meredith Drive. This location is the area for this case study (see Figure 58).

Figure 58: Urbandale Case Study Location

Merle Hay Road was originally constructed in 1962. Meredith Drive was originally built in 1969. Neither street was improved in terms of cross-section between their original construction and 1993 even though traffic on them quadrupled during that time. Merle Hay Road has four through lanes with a raised median, while Meredith had a 42 foot cross section with curbing and no median. When Meredith was built in 1969 traffic on it was only about 3,000 vehicles per day. Left turn lanes were not provided.

A notable design feature at this location are the dual, two lane frontage roads running parallel to Merle Hay Road. These frontage roads were constructed less than 50 feet from Merle Hay Road and it was possible before 1994 for vehicles on the frontage roads to cross Meredith after stopping at stop signs.
b. Analysis
Average daily traffic on Merle Hay near Meredith ranged from 24,000 to 28,200 vehicles in 1992. Traffic along Meredith near Merle Hay was 7,000 to 11,700 vehicles per day that same year. Since 1987, traffic along the two routes and at their intersection has increased at a rate of 10 to 20 percent per year. The area is growing both in terms of commercial and residential development.

In the early 1990’s, the intersection between Merle Hay and Meredith experienced numerous traffic accidents. Many accidents involved vehicles making left turns from Meredith onto Merle Hay. Over the six year period between January 1987 and December 1992, there were 79 reported accidents at or adjacent to the intersection, including 16 injury accidents and 63 property damage only (PDO) accidents. Most accidents (70 percent) were right angle, side-on collisions, indicating left-turn conflicts. The average number of accidents per year was 13, and accidents were increasing. The design of the frontage roads along Merle Hay was also thought to contribute to the large number of left-turning accidents.

c. Results
In the fall of 1994, a project was completed to reconstruct the Meredith Drive legs of the intersection to provide left-turn lanes. Traffic signalization was also improved to provide for protected left turns on Meredith. Raised medians were also installed east and west from Merle Hay along Meredith. These medians eliminated cross traffic on the frontage roads on either side of the intersection (see figure 59). Only right turns are allowed in and out near the intersection. The cost of the project was approximately $600,000.

Figure 59: Merle Hay Road at Meredith Drive Today

Accident statistics from the Iowa DOT’s Accident Location Analysis System (ALAS) show that the project was effective in reducing crashes at and near the case study intersection. There were 31 percent fewer accidents reported in 1995 versus the average annual number for the three full years prior to the access project.
d. Conclusions
This case study demonstrates the effectiveness of incorporating access management measures, particularly raised medians, into the reconstruction of busy intersections. The case study also illustrates the need to ensure that frontage roads are designed so that they improve traffic safety rather than contribute to turning-related traffic accidents. This can be best accomplished by locating frontage road entrances at least 100 feet away from an intersection. (The Transportation Research Board’s Circular 456 suggests this spacing as a minimum standard for intersections between roads with speed limits of 30 to 35 miles per hour).
10. Polk County Case Study
(Poor Access Control)
Iowa Highway 163
at Northeast 80th Street

a. Background
This study focuses on one intersection in rural Polk County about three miles east of the Des Moines Corporate limits. The study area includes the area at the intersection of Iowa Highway 163 and Northeast 80th Street (see Figure 60). Southeast Polk High School is located to the southeast of this busy intersection.

![Figure 60: Polk County Case Study Location](image)

Iowa Highway 163 through this area is a four-lane divided highway. At this particular intersection, the highway is very heavily traveled, with a speed limit of 55 mph. Southeast Polk High School is a large traffic generator, with a large proportion of its traffic occurring at the daily peaks, before and after school.

b. Analysis
Safety has become a major concern at this intersection due to the large number of turning movements occurring during the peak traffic demand. Two other factors currently contribute to the safety problem. The first is a poor site distance looking west from the intersection. This lack of vision creates traffic flow and traffic safety problems both for eastbound and northbound traffic. The second factor is the frontage road in front of the high school. This road joins Northeast 80th close to Highway 163. When southbound traffic backs up on Northeast 80th waiting to turn onto this frontage road, the backup occurs very close to Highway 163.
The Iowa Department of Transportation is currently planning a safety improvement project at this location, with work scheduled to begin in the summer of 1998. This project will include widening eastbound Highway 163, construction of exclusive left turn lanes for eastbound and westbound traffic, and the installation of traffic signals at the intersection. The project will also include widening NE 80th to four lanes south of the intersection, and relocating the frontage road entrance further south from the intersection.

c. Conclusion
This study highlights several rural access management issues: a single large traffic generator, restricted site distance along a major arterial, and frontage road design issues (see Figure 61). The planned DOT construction project should serve to increase the safety of this study area, and increase the overall flow of traffic through the intersection.

Figure 61: Iowa Highway 163 in Polk County
11. Warren County Case Study
Driveway Control and Future Land Use
US Highway 69
from Army Post Road to Indianola

a. Background
Warren County currently has about 40,000 residents, including over 11,300 in the City of Indianola. Although the populations of the county and city grew slowly in the 1970’s and 1980’s, activity is now picking up. In 1996, new housing permit activity for Indianola was almost $17 million, a figure resembling larger suburban communities surrounding Des Moines. Both the city and the county depend on agriculture and outside employment for a considerable portion of their economic livelihood. US 65/69 runs north and south and serves as an access way between Warren County and the rest of the Des Moines Metropolitan area (see Figure 62).

Figure 62: Warren County Case Study Location

US 65/69 was originally constructed in 1929 as the main highway route between Kansas City and Des Moines, however its long-distance travel role was supplanted by Interstate 35 in the 1970s. US 65/69 was originally a two-lane rural road, but was expanded to a four-lane facility in 1972 as traffic volumes increased.

The older sections (northbound lanes) of the roadway reflect the design practices of earlier times and have considerably more gradient than the newer (southbound) lanes. The road serves three main purposes: supporting a few long-distance trips between southern and central Iowa; serving considerable commuting and shopping traffic moving between Warren and Polk Counties; and providing access to farms, businesses and residences along the route. The area just north of this route is a fast-growing regional shopping center and also contains the region’s commercial service airport.
b. Analysis

US 65/69 in Warren County is scheduled for preservation work only beyond 1999 in the Iowa DOT’s long-range transportation plan. However, the construction of two nearby major routes will have a significant impact on the roadway. Relocated US 65 will create a new eastern bypass of Des Moines; relocated Iowa Highway 5 will create a similar bypass on the south side.

Both of these new routes will feed traffic to US 65/69 in Warren County. In addition, both these new routes will make northern Warren County a very attractive site for new land development. The result should be growing traffic volumes on US 65/69 and perhaps increased conflicts between traffic service and land access.

Traffic  US 65/69 has four 12 foot traffic lanes with a posted speed limit of mainly 65 miles per hour with some 55 mile per hour limits in and near cities. The traffic volume (AADT) on the roadway was 13,500 vehicles in 1994. The volume of trucks is low at 590 per day (4 percent trucks), illustrating the highway’s main role as a commuter and shopping traffic route. The facility operates at level of service “A” or “B” at present. The Iowa DOT has classified this route as Level 3 for access control, meaning that it would ideally have about 1300 foot spacing between private driveways.

There are 40 private driveway entrances to the roadway (about 20 per side) in 11.4 miles. There are fewer than 3 private driveways per average mile per side, equating to a spacing of about 1700 feet between private driveways. The roadway meets the Level 3 standard in terms of number of access points. There are also 15 public road intersections with the route in 11.4 miles. Most of these are with county roads. Some of the county roads only intersect in one direction, so the approximate spacing between them is about one mile (see Figure 63). A new interchange with relocated US 65 is under construction two miles south of the City of Des Moines limits.

Figure 63: US Highway 69 in Warren County
Accidents  During the three years from 1993 through 1995, there were 177 accidents along the route, or about 59 per year. This equates to an accident rate of about 105 per 100 million vehicle-miles traveled, which is 13 percent below the average rate for rural roads in Iowa. There was one fatal accident in three years.

The accident characteristics of the route vary significantly from north to south. On the two mile portion located in Polk County, right-turning accidents predominate. Over 40 percent of all the accidents on this segment between 1993 and 1995 involved right-turning vehicles entering or leaving public roadways or driveways. There are several well-traveled driveways serving commercial developments and mobile home parks on this stretch of road. On the southern 9 miles of the route, located in Warren County, very few accidents (less than 10 percent) involved turning vehicles or driveways. Almost half of all the accidents along this segment involved single vehicles running off the road. Twenty percent of all these accidents involved animals in the roadway.

Well over 95 percent of the land along the route is currently agricultural, mainly cropland and pasture land, or rural residences on large lots. There has been little new land development recently along the route outside of the cities of Des Moines and Indianola. The current (1992) Land Use Plan for Warren County indicates that significant changes could lie ahead for this corridor. The urban service area for Des Moines is shown in the plan as expanding two miles to the south and the service area for Indianola is shown as expanding four miles to the north. This means that the route could change in character from predominantly rural to predominantly suburban with a mixture of agricultural, residential, commercial, and industrial land uses.

Warren County’s land use plan is schedule to be updated in 1997 and 1998 and the update will likely envision additional land development in the northern part of the county. Other concerns for this route include the lack of turning lanes (particularly for left-turns) and sight distance problems associated with the northbound lanes’ steep gradients.

c. Conclusion
This roadway has not been significantly improved in a number of years. However, it does currently meet the minimum acceptable access management standards laid out by the Iowa Department of Transportation. Access management will likely become of increased concern in the future as traffic volumes grow and land development accelerates in northern Warren County, the southern part of Des Moines and Indianola.
D. Baseline Case Studies

1. Coralville Case Study
   (Raised Medians at Intersections / Continuous Two-way Left-turn Lane)
   US Highway 6 (2nd Street)
   from Clear Creek to Rocky Shore Drive

a. Background
   The community of Coralville is located about 100 miles east of the Des Moines metropolitan area.
   Coralville lies just west of Iowa City, which is the location of the University of Iowa. While Coralville has
   a population of about 12,000 people, the total urbanized area is well over 75,000 people. Iowa City and
   Coralville lie along Interstate Highway 80.

   The University of Iowa campus, athletic facilities, University Hospital and Clinics, as well as The
   Veteran’s Administration Hospital are located very close to Coralville, and are major traffic generators for
   the area. As a result, traffic volumes along US Highway 6 can be very heavy at times, especially during
   University of Iowa athletic events.

   Study Area  The area of focus for this case study is a section of US Highway 6 in Coralville. The study
   area extends from Clear Creek on the west to the city limits to Rocky Shore Drive on the east (see Figure
   64). This section of US Highway 6 was a four-lane undivided roadway as of the early 1990’s.

   Figure 64: Coralville Case Study Location

   The roadway itself had no curb and gutter system, and was considered a “rural” style of roadway. The
   study area is approximately 0.7 miles in length with a posted speed limit of 35 miles per hour. Within this
   study area traffic volumes are very high. 1994 AADT volumes were measured at about 30,000 vehicles
   per day.
**Corridor Environment**  For years, this study area has developed as a major commercial area for Coralville as well as parts of Iowa City. Along the study area, land uses include several types of businesses. Among these businesses are service and auto repair stations numerous restaurants, motels, and business offices. The southern side of the study area east of 1st Avenue has historically been unused or used for athletic fields. Because of this, there had been no driveways along this side. Only recently, a driveway entrance was located for these athletic fields.

Over the years, as the “Coralville Strip” developed, access to the roadway was liberally allowed from the area businesses. For example, between 1st Avenue and Rocky Shore Drive, there were over 15 driveway access points on the north side of the roadway alone. This translates to almost 1 driveway every 100 feet. As a result, the entire study area started to see access related problems by the late 1980’s and early 1990’s.

**b. Analysis**

As of the early 1990’s, the combination of high traffic volumes and unmanaged access had led to a safety and congestion problem within the study area. Because of concerns over these two points, steps were taken in the early 1990’s to correct the problem along US Highway 6.

Plans to improve this area were only a small part of a greater improvement project planned for the whole US 6 corridor from the western Coralville city limits to Rocky Shore Drive. The first phase of the project was to be improvements along the eastern leg of the study area, form 1st Avenue to Rocky Shore Drive. The second phase of improvements would be the widening and modernizing of the western half of the study area. By the time the first phase was undertaken, this road section had one of Iowa’s worst accident rates.

**c. Results**

As a result of this plan, a project was undertaken in 1994 to reconstruct the eastern leg of the study area. Federal HES funding was used to finance a portion of the project. The project completely modernized the existing roadway. Specifically, the first phase widened the roadway enough to allow for an additional lane. A continuous two-way left-turning lane was added down the center to accommodate the turning traffic into local business locations.

In addition the project consolidated the number of driveways along this stretch of road from 17 to only 9 driveway accesses. Of these, 8 were located along the north side of the road. The widening also allowed for sidewalks to be added along both sides of the roadway. At the far west end of this leg, at 1st Avenue, a raised median was installed with left-turn bays. This phase of reconstruction was completed in the fall of 1994.

Phase II of the overall US 6 improvement project included similar improvements on the western leg of the study area. Modernization of the roadway to “urban” specifications, the addition of a fifth center turning lane from the bridge to 1st Avenue, and driveway consolidation. About the same number of driveways were consolidated on the western leg of US 6, leaving 11 driveways for business access (see Figure 65).
Also at the 1st Avenue intersection, a raised median was installed with a protected left-turning bay. This phase of the project was completed in the late 1995. The other two legs of the intersection were already channelized prior to 1994.

Currently, the third phase of the US 6 improvements is being completed at the far western end of Coralville. The fourth phase is expected to be completed in 1998. This phase includes the widening of the bridge at Clear Creek to allow for all 5 lanes and sidewalks. The final phase will be a total reconstruction and realignment of the 1st Avenue intersection. This large-scale project is scheduled to be undertaken in 1999.

d. Conclusion
The improvements made on US Highway 6 in Coralville were expected to make a significant impact on safety and traffic flow along the corridor. The use of a combination of access management techniques, as seen in other case studies, can be very effective in improving both of these aspects. A further after study can be expected to show these significant improvements.
2. Council Bluffs Case Study
(Medians at Intersections)
Iowa Highway 192 (North 16th Street)
at Avenue B and Avenue G

a. Background
Council Bluffs is a large industrial city of about 55,000 people, located in southwestern Iowa. Council Bluffs lies directly across the Missouri River from Omaha, Nebraska. This location makes Council Bluffs an important part of the metropolitan area and also makes the city a commercial transportation center for the state and region. Here, Interstate Highway 29 and Interstate 80 meet. Other major highways, such as US Highway 6 and Iowa Highway 192, meet in Council Bluffs. Iowa Highway 192 is a major roadway running north/south through the center of Council Bluffs. Iowa 192 is locally known as 16th Street. It also serves as a major north/south arterial and commuter route within the city, and as an access route to the larger expressways in the downtown area.

Study Area The focus area for this case study is a section of Iowa Highway 192 in northern Council Bluffs. This stretch of Iowa 192 was originally constructed in 1958 as a 53 foot wide with a four foot raised median in the center. The study areas are at the intersections of Avenue B and Avenue G. Both are east/west roadways that intersect 16th Street. The two study intersections are five blocks or 0.3 miles apart (see Figure 66). As of the early 1990’s, this roadway was still a four-lane divided roadway.

![Figure 66: Council Bluffs Case Study Location](image)

While a four foot wide median extended the length of most of North 16th Street. There were no turning bays at these major intersections, leaving turning traffic unprotected. As a major commuter route, this roadway sees relatively high traffic volumes. The 1992 AADT numbers showed about 14,000 vehicles per day traveled along this portion of Iowa Highway 192.
Corridor Environment  The area surrounding the study area is a mix of residential and commercial land uses. Typical businesses around the two locations include gas stations, motels, and convenience stores. Many homes do exist along the corridor between Avenue B and Avenue G. Most driveway access along the corridor was located relatively safe distances from major intersections.

b. Analysis
The traffic along Iowa 192 had become a significant problem by the early 1990’s. While the left-turning access along the roadway was already controlled through the median, the turning traffic at these two intersections was becoming a safety problem. By this time, the two intersections were both among the top five in the City of Council Bluffs in terms of overall accident rates.

Accidents  At Avenue G, for example, there were a total of 62 total accidents recorded at the intersection in a three year period from January 1985 through December of 1987. Many of these accidents were rear end and broadside accidents that could be attributed to the lack of protection for left turning movements. Almost 65 percent involved vehicles turning left off of Iowa Highway 192 onto Avenue G. This pattern has been seen in many of the other case studies.

Access Improvement Process  In 1994, a project was undertaken to reconstruct the roadway at the two intersections. The projects specifically channelized the intersections at Avenues B and G, allowing for left-turn protection. In the areas, approximately 1 block in each direction, the roadway was widened to allow for an additional protected turn lane along Iowa 192 (see Figures 67-68).

Figure 67: Avenue B in Council Bluffs
Along with the geometric reconstruction, there were also improvements made to the signals at both intersections. The old, outdated signals were replaced with new actuated controllers and radio transmitters. The project was completed in 1995. The total cost of both projects was estimated at almost $960,000.

c. Results
As the result of the access project in Council Bluffs, there has been a noticeable improvement in traffic flow and congestion during peak hours. According to the city, the reduction in the accidents at the two intersections has improved dramatically as well.

d. Conclusion
This project demonstrates the effective use of raised medians at intersections. These medians, with left-turning bays, can protect left-turning movements off of the main route. In addition, signal upgrades can help also with the traffic flow and congestion along such a busy commuter route.
E. Overall Conclusions

1. Accident Reduction
The collection of case studies has shown many distinctive advantages to implementing access management ideals in various locations in Iowa. As a result of these projects, overall, there has been a positive impact on safety that comes along with the implementation of these access management ideals.

As for the full case studies, access management has made entering and exiting these roadways safer and more efficient. In all, accident frequency and severity have been reduced significantly in the study areas (see table 20). Accidents, in some cases have been reduced by up to 70 percent. The average reduction in accidents is around 40 percent for the seven full case studies combined.

Table 20: Full Case Studies Accidents Statistics

<table>
<thead>
<tr>
<th>Accident Classification</th>
<th>Ames 90-92</th>
<th>Am 95</th>
<th>Ankeny 89-91</th>
<th>Clive 94-95</th>
<th>Des Moines 88-92</th>
<th>NA 92-94</th>
<th>Fairfield 88-90</th>
<th>93-95</th>
<th>Mason City 88-90</th>
<th>92-94</th>
<th>93-95</th>
<th>Spencer 88-90</th>
<th>92-94</th>
<th>93-95</th>
</tr>
</thead>
<tbody>
<tr>
<td>Collision type uncertain</td>
<td>1.0000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
</tr>
<tr>
<td>Head-on</td>
<td>0.0000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
</tr>
<tr>
<td>Broadside / Left-turn</td>
<td>3.0000</td>
<td>2.000</td>
<td>1.000</td>
<td>2.000</td>
<td>1.000</td>
<td>2.000</td>
<td>1.000</td>
<td>2.000</td>
<td>1.000</td>
<td>2.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
</tr>
<tr>
<td>Rear end</td>
<td>2.0000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
</tr>
<tr>
<td>Rear end / Right-turn</td>
<td>0.0000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
</tr>
<tr>
<td>Rear end / Left-turn</td>
<td>3.0000</td>
<td>2.000</td>
<td>1.000</td>
<td>2.000</td>
<td>1.000</td>
<td>2.000</td>
<td>1.000</td>
<td>2.000</td>
<td>1.000</td>
<td>2.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
</tr>
<tr>
<td>Side swipe / Opposite direction</td>
<td>1.0000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
</tr>
<tr>
<td>Side swipe / Same direction</td>
<td>2.0000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
</tr>
<tr>
<td>Sideswipe / Right-turn</td>
<td>3.0000</td>
<td>2.000</td>
<td>1.000</td>
<td>2.000</td>
<td>1.000</td>
<td>2.000</td>
<td>1.000</td>
<td>2.000</td>
<td>1.000</td>
<td>2.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
</tr>
<tr>
<td>Sideswipe / Left-turn</td>
<td>1.0000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
</tr>
<tr>
<td>Sideswipe / Dual left-turn</td>
<td>0.0000</td>
<td>1.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
</tr>
<tr>
<td>Sideswipe / Dual right-turn</td>
<td>1.0000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
</tr>
<tr>
<td>Right angle</td>
<td>16.0000</td>
<td>15.000</td>
<td>14.000</td>
<td>13.000</td>
<td>12.000</td>
<td>11.000</td>
<td>10.000</td>
<td>9.000</td>
<td>8.000</td>
<td>7.000</td>
<td>6.000</td>
<td>5.000</td>
<td>4.000</td>
<td>3.000</td>
</tr>
<tr>
<td>Broadside / Right entering</td>
<td>0.0000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
</tr>
<tr>
<td>Broadside / Left entering</td>
<td>2.0000</td>
<td>2.000</td>
<td>2.000</td>
<td>2.000</td>
<td>2.000</td>
<td>2.000</td>
<td>2.000</td>
<td>2.000</td>
<td>2.000</td>
<td>2.000</td>
<td>2.000</td>
<td>2.000</td>
<td>2.000</td>
<td>2.000</td>
</tr>
<tr>
<td>Failure to yield from driveway</td>
<td>3.0000</td>
<td>2.000</td>
<td>1.000</td>
<td>2.000</td>
<td>1.000</td>
<td>2.000</td>
<td>1.000</td>
<td>2.000</td>
<td>1.000</td>
<td>2.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
</tr>
<tr>
<td>Sideswipe / Facing left-turns</td>
<td>1.0000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
<td>0.000</td>
</tr>
<tr>
<td>Other</td>
<td>12.0000</td>
<td>3.000</td>
<td>2.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
<td>1.000</td>
</tr>
<tr>
<td>Single vehicle</td>
<td>3.0000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
</tr>
<tr>
<td>Pedestrian / Bicycle</td>
<td>1.0000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
<td>3.000</td>
</tr>
<tr>
<td><strong>Total Accidents</strong></td>
<td><strong>160.000</strong></td>
<td><strong>17.000</strong></td>
<td><strong>112.000</strong></td>
<td><strong>64.000</strong></td>
<td><strong>206.000</strong></td>
<td><strong>128.000</strong></td>
<td><strong>NA</strong></td>
<td><strong>279.000</strong></td>
<td><strong>105.000</strong></td>
<td><strong>66.000</strong></td>
<td><strong>98.000</strong></td>
<td><strong>71.000</strong></td>
<td><strong>69.000</strong></td>
<td><strong>75.000</strong></td>
</tr>
</tbody>
</table>
2. Traffic Flow and Congestion
Access management principles, as with safety, can also have a significant impact on traffic flow and congestion of a roadway. The level of service for these seven full cases, overall, have been positively affected by access management projects. Since many of these areas are some of the most heavily traveled corridors in Iowa, access management is often a better way to improve traffic flow. Often, there is no room to widen a congested roadway. Therefore, while improving efficiency, access management is a cost-effective way to improve safety as well.

3. Lessons Learned
From the full case studies and the sidebar cases, there have been many noticeable lessons to be gained from the handling of access. Whether they are positive or negative examples, access management has shown to be important in almost all size communities and in many different situations.

While the full cases all showed specific examples of access management being successfully implemented, many of the sidebar cases show the negative effects of not managing access properly. The sidebars show a variety of access issues and lessons to be learned from different size communities with different transportation issues.